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EdgeLink 2.8.4.4 

[New Supported Platforms] 

[New Features] 

[Enhancements] 

1. [Upgrade] ECU-150 expansion modules can now be configured in EdgeLink Studio. 
2. [Upgrade] SNMP driver adds the ability to import MIB files. 
3. [Upgrade] ECU-1170 now supports 968DD00420 
4. [Upgrade] After logging EdgeHub in Studio, a prompt asking whether to “download the 

project” is added when executing “Import” or “Copy Configuration”.   
5. [Upgrade] Password-strength requirements added when changing passwords via right-click 

on the device list.   
6. [Upgrade] IPSec site-to-site connections are now supported.   
7. [Upgrade] Data-storage: writing one record at startup is now optional and disabled by 

default.   
8. [Upgrade] Version-check added: Studio and firmware versions must match before a project 

can be downloaded.   
9. [Upgrade] Point-list now displays start-bit and length for each point.   
10. [Upgrade] SQL-Server configuration page shows improved error messages.   
11. [Upgrade] ECU-150 / ECU-150A1 add support for AIW-357DK (5G) module.   
12. [Upgrade] ADAM-3600 Rev.A & Rev.B are now uniformly named “ADAM-3600-C2GL1”.   
13. [Upgrade] ECU-1170 adds Quectel EM05CNFD-128-SGAS 4G module.   
14. [Upgrade] Mitsubishi L-series PLC driver under TCP port renamed from “MitsuL” to 

“Mitsubishi MELSEC-L Series PLC with Extension Module (MC Protocol)”.   
15. [Upgrade] ECU-1170 now supports EWM-W179M201E.   
16. [Upgrade] IEC-61850 Service: when importing from data-center, a reminder to add power 

attributes is added.   
17. [Upgrade] Password encryption is now disabled by default; enabled only after Security 

Enhancement is turned on.   
18. [Upgrade] English DataBackup FTP parameter “File Slicing Start Time” changed to 24-hour 

format.   
19. [Upgrade] DataBackup FTP “File Slicing Start Time”: legacy projects unset now default to UTC 

12:00 of the current day instead of UTC 12:00 of project-creation day.   
20. [Upgrade] DataBackup FTP “File Slicing Start Time” default changed from year 2022 to 

current UTC time when creating new FTP config. 

[Bug Fixes] 

21. [Fixed] When mapping SystemTag to MQTT, its description now matches the DataCenter 
configuration.   

22. [Fixed] ADAM-3600 DO does not support relay mode; relay option removed from web UI.   



23. [Fixed] DataTransfer exits when no points exist while enable flag is true.   
24. [Fixed]remote.it component missing in projects for ADAM-6717, ADAM-6750, ADAM-6760D. 
25. [Fixed] Studio search device lists the same container twice.   
26. [Fixed] CustomMQTT Payload using point template with 4700 points extremely slow (≈10 s 

per character).   
27. [Fixed] IEC61850 GOOSE icd-file import fails if filename contains Chinese; works after 

renaming to English.   
28. [Fixed] Protocol forwarding (e.g., Modbus) cannot select system point #DISABLE_PORT_xxxx.   
29. [Fixed] MQTTClient does not feed watchdog while waiting 60 s for all tag qualities to become 

Good, causing WDT reset.   
30. [Fixed] When WebAccessVPN or EPN is enabled, the firewall’s allowed-NIC list cannot select 

WebAccessVPN or EPN.   
31. [Fixed] IEC61850 Server cannot delete LN.   
32. [Fixed] OPC-UA polling driver still samples at 500 ms even when scan rate is set to 100 ms.   
33. [Fixed] Online-recovery API performs reset even when returning an error.   
34. [Fixed] Web query of locally stored data cannot return sub-second records.   
35. [Fixed] L2TP/IPSec connection fails.   
36. [Fixed] MQTT(Azure) PubPeriods entered as 400000000 becomes 4E+08 after Apply/Save or 

page reopen.   
37. [Fixed] Hidden MQTT parameters modified in Studio do not take effect.   
38. [Fixed] EdgeLink Studio 2.8.4.3 English help missing IEC-61850 section.   
39. [Fixed] 2.8.3.5 Modbus RTU over TCP driver cannot collect from its own Modbus Server.   
40. [Fixed] After adding points in CustomMQTT, they cannot be selected in payload; some 

system points not in list yet selectable.   
41. [Fixed] “Text” removed from IO point data-type options.   
42. [Fixed] ECU-1052 connection to EdgeHub unstable.   
43. [Fixed] ECU-1052 menus in EdgeLink Studio EdgeHub page do not pop up correctly.   
44. [Fixed] When logged into EdgeHub via Studio, network-related configs cannot be retrieved 

during “Grab Config”.   
45. [Fixed] When logged into EdgeHub via Studio, importing config from a 2.8.4.3 project reports 

“file corrupted”.   
46. [Fixed] IEC61850 Server page Goose LAN field not editable.   
47. [Fixed] System point #PORT_DISABLE_xxx cannot be added after selection in service page.   
48. [Fixed] After renaming OpenVPN LAN to tap0, nat and port-forward .sh scripts still reference 

tun0.   
49. [Fixed] EdgeLink Studio reports “Check project command failed” when binding ECU to 

EdgeHub.   
50. [Fixed] After logging EdgeHub in Studio, clicking “New EdgeHub Device” cannot add device.   
51. [Fixed] IPSec startup script not packaged.   
52. [Fixed] Modbus Server memory leak during long-term run.   
53. [Fixed] ECU-1052 set to Bridge LAN1 & LAN2; after reboot Search cannot obtain MAC.   
54. [Fixed] Studio opening read-only project in read-only mode reports “incorrect project file” 

and fails.   
55. [Fixed] Studio logged into EdgeHub: ECU-1051 online but double-click fails to open device.   



56. [Fixed] ECU-1052 after bridging LAN1 & LAN2 via EdgeHub, dispatch times out though 
download succeeds; bridge feature removed in 2.8.4.4.   

57. [Fixed] ECU-1170 BoardIO acquisition fails.   
58. [Fixed] MQTT connection to WISE-PaaS does not auto-reconnect after disconnect.   
59. [Fixed] EdgeLink Studio bind to EdgeHub ignores 4-digit version restriction.   
60. [Fixed] After logging EdgeHub in Studio, ADAM-3600 IO Tag & SystemTag names incorrect.   
61. [Fixed] EdgeLink Studio DataLogger stores 200 points, yet DataBackup page can select 280 

points.   
62. [Fixed] Modbus address config page: Chinese address and address-template positions 

swapped.   
63. [Fixed] Built-in advcomtest in v2.8.4.4 fails on ECU-1260; works with v2.8.3.   
64. [Fixed] After importing tags from Excel, right-hand point table blank until switching tabs.   
65. [Fixed] Chinese Studio Excel import: preview column names mixed Chinese/English; 

calculated points style differs.   
66. [Fixed] Excel exported from Studio 2.8.4.1 cannot be imported into 2.8.4.3 due to missing 

power-property column.   
67. [Fixed] After “Apply” on new device in EdgeLink Studio, closing project without Save causes 

device loss; prompt to save added.   
68. [Fixed] Studio login fails when EdgeHub is in private network.   
69. [Fixed] EdgeLink Studio project with DataLogger storing no IO Tags still shows IO Tag tree in 

DataBackup; tree hidden when no IO points.   
70. [Fixed] ECU-150 with ECU-150P-D1A and iDoor module attached hangs, network LED off, no 

IP.   
71. [Fixed] ECU-150 + ECU-150P-D1A + PCM-24D2R2-BE (2-port Iso.RS232): iDoor serial ports 

work on v2.8.3r4 but not on v2.8.4.4.   
72. [Fixed] DataLogger storing 50 k points: online query cannot show point list; SDK query needs 

5 min; expect online list & data.   
73. [Fixed] IEC-61850 Service data-center import skips step 3 after step 2 in both languages.   
74. [Fixed] IEC-61850 server data-center import upper-right close button non-functional.   
75. [Fixed] Enabling IoTSuite and deleting other WISE-PaaS XMLs causes compile error.   
76. [Fixed] SNMP driver importing a folder with multiple MIB files sometimes gives wrong result.   
77. [Fixed] L610 module recognized on 2.6.2 after power-up but not on 2.8.4.1.   
78. [Fixed] ICR-3200 dgelink_icr3200_2.8.4.3_release_20250707.v3.tgz reports “wdtd open 

watchdog fail”.   
79. [Fixed] EdgeLink to Azure resume-upload timestamp does not match mqtt.rec timestamp.   
80. [Fixed] AdvAgentMain does not release resources correctly.   
81. [Fixed] ECU-1051 EdgeLink online upgrade stalls at 95%; NIC LEDs on, device not found, 

debug console dead; power-cycle recovers.   
82. [Fixed] arm64 container with 61850 Driver causes DataCollector hang.   
83. [Fixed] LILY131 Wi-Fi module ID wrong after power-reset though initial detection is OK.   
84. [Fixed] Cannot log in with new password after changing admin password.   
85. [Fixed] In security-enhanced mode all Password-verify fail except reboot.   
86. [Fixed] Deleting then re-adding EdgeLink device on EdgeHub shows online but no tag info.   
87. [Fixed] EdgeLink Omron CS Series PLC (HostLink) Serial Driver cannot read DM.   



88. [Fixed] ECU-150 DataBackup FTP file upload fails.   
89. [Fixed] DataBackup FTP first file upload slow: 20 k points need 30 min.   
90. [Fixed] WebService password shadow file moved from safezone to project directory.   
91. [Fixed] ECU-150 with customer project: MQTTClient & WebService CPU 100%, DataLogger 

restarts.   
92. [Fixed] Admin password cannot be changed in security-enhanced mode.   
93. [Fixed] Provision Server whitelist imported but bind to EdgeHub fails and device stays offline 

when MKEY not burned.   
94. [Fixed] EdgeLink Studio cloud-service system points not generated.   
95. [Fixed] EdgeHub Beijing site: EdgeLink Studio EdgeHub page dispatch & fetch fail.   
96. [Fixed] 2.8.4.2 with guest enabled, upgrade to 2.8.4.4 without factory-reset: guest user lost.   
97. [Fixed] 2.8.4.4 with guest enabled, downgrade to 2.8.4.2 without factory-reset: guest exists 

but original password invalid.   
98. [Fixed] v2.8.4.2 SD factory-reset upgrade to v2.8.4.4 leaves shadow file under /opt/safezone.   
99. [Fixed] Version-info API returns wrong format.   
100. [Fixed] DataLogger after 2 days: following 00:15 file-deletion action, storage stops with 

“Invalid fd” error.   
101. [Fixed] ECU-1051 Studio cellular page dial type cannot select QMI. 

EdgeLink 2.8.4.3 

[New Supported Platforms] 

102. ECU-1052 

[New Features] 

1. [New] Module Support: AIW-169(ECU-1170), EC200A-CN 
2. [New] Support for EdgeHub VPN (EPN) connection 
3. [New] Support for Sharp 300 driver 
4. [New] IEC-61850 Server tags can be imported from the data center 
5. [New] Power attributes to tag point configuration for IEC-61850 Server import 

[Enhancements] 

6. [Upgrade] DNP3 outstation Event supports local file storage for Event breakpoint 
resumption 

7. [Upgrade] Help documentation now includes a note: Changes storage does not record 
minute, hour, and day statistics 

8. [Upgrade] Firewall whitelist check time optimized from a maximum of 60s to 2s 
9. [Upgrade] Added fw_printenv program for long-term parameter storage 
10. [Upgrade] Unified DataLogger storage path to the soft link of the SD card: 

/media/sdcard0p1/ 
11. [Upgrade] When communication between the gateway and the device is abnormal, the 



Device Error value of the corresponding system point is set to 1 
12. [Upgrade] Added online interface and system point for eCLR runtime status: #ECLR_STATE 

for eCLR runtime status, #ECLR_EXCEPTION_CODE for exception code 
13. [Upgrade] Container EdgeLink Agent deb package now supports 64-bit operating systems 
14. [Upgrade] Online login (Restful API) now includes token acquisition 
15. [Upgrade] Added "4G signal status" to the LED configuration page to detect 4G dialing 

status, with each LED usage specified by the customer 
16. [Upgrade] Online interface now dynamically displays Remote.it and KW pages 
17. [Upgrade] IEC-104 Server now supports TEST 
18. [Upgrade] Updated Serial Bridge manual 
19. [Upgrade] DevODBC driver now supports SQL Server instance connections 
20. [Upgrade] DataBackup now supports SQL Server instance connections 
21. [Upgrade] Updated WISE-PaaS/DataHub Help English manual 
22. [Upgrade] ECU-1170 now allows up to 2000 calculation points 
23. [Upgrade] When adding tag points in the Modbus driver, supports adding via register type 

and absolute address 
24. [Upgrade] IEC61850 Server now supports configuring server addresses and exporting to ICD 

files 
25. [Upgrade] Static routing now allows point-to-point configuration 
26. [Upgrade] EdgeLink Studio now restricts Image 2.8.4.2 or higher versions for binding 

EdgeHub 
27. [Upgrade] MQTTClient default log level adjusted to DEBUG to reduce log output 
28. [Upgrade] Online interface now supports SIM card PIN 
29. [Upgrade] Updated AWS display name in EdgeLinkStudio Cloud to AWS IoT Device Shadow 
30. [Upgrade] Added support for inserting tag points 
31. [Upgrade] In WIFI AP mode, changed the channel from auto to 0 
32. [Upgrade] Disabled EdgeHub dispatch project to different types of machines 
33. [Upgrade] Added Azure IoT SDK logs to syslog 
34. [Upgrade] Added Release/Beta labels to Studio versions to distinguish between release 

versions 

[Bug Fixes] 

35. [Fixed] SparkPlug B breakpoint resumption data loss 
36. [Fixed] Port Forwarding function cannot select L2TP as Interface 
37. [Fixed] Incorrect handling of double-point commands of IEC-104 C_DC_NA_1 type 
38. [Fixed] WISE-6610v2 Data Back function, abnormal when setting backup to MS SQL Server 
39. [Fixed] Edgehub cannot correctly upload system information after deleting and re-adding 

the same device 
40. [Fixed] AB EIP PLC driver causes bus error on ECU-150 
41. [Fixed] wdttest -t without parameters does not enable watchdog 
42. [Fixed] IEC-61850 Server fails to import files with a single dataset exceeding 800 
43. [Fixed] ECU1170 cannot restore factory settings after upgrading via EdgeHub OTA Image and 

using the recovery button 
44. [Fixed] EdgeHub cannot refresh devices on EdgeLinkStudio EdgeHub interface after binding a 



new device (only visible after re-login) 
45. [Fixed] Incomplete Chinese display on EdgeHub login interface 
46. [Fixed] Activation failure on Studio page after rebooting devices activated with a single 

activation file for multiple devices 
47. [Fixed] Inconsistent device time display with time zone in online page time settings 
48. [Fixed] Only one point has value when forwarding the same point twice on OPCUA Server 
49. [Fixed] ECU-150-12A, version 2.8.4.1 cannot maintain time and resets to 2014 after reboot 
50. [Fixed] NTP time synchronization: after disabling and re-enabling, server address changes to 

time.windows.com instead of pool.ntp.org 
51. [Fixed] Online 4G connection status remains green after disabling and clicking Refresh 

button, even though 4G is disconnected 
52. [Fixed] Studio error when computer name is purely numeric 
53. [Fixed] Removed project/backup folder to prevent space exhaustion 
54. [Fixed] IEC-104 data collection of M_IT_NA_1 type has data but quality stamp is not good 
55. [Fixed] EventManager fails to send SMS when phone number includes country code (e.g., 

"+46") 
56. [Fixed] OpenVPN: after uploading project, ca files are not saved in project file and still use 

absolute paths 
57. [Fixed] ADAM-3600: external small modules cannot adjust range and display values on 

online page 
58. [Fixed] Studio project file: project name does not change after modifying file name and 

opening project 
59. [Fixed] SSH connection disconnects when disabling firewall 
60. [Fixed] Admin password can still log in with old password after changing it via right-click on 

online and device list; old password becomes invalid only after restarting Studio 
61. [Fixed] Static routing table does not take effect after setting gateway and downloading 

project; only effective after rebooting device 
62. [Fixed] DataBackup FTP Server parameters are incorrectly imported when opening old 

project files with versions 2.8.4.1 and 2.8.4.2 
63. [Fixed] DataLogger interface: time alignment offset configuration reverts to 0 after saving 

project without clicking apply 
64. [Fixed] CustomMQTT on Azure platform cannot have custom topics and times out when 

calling non-existent methods via Azure Direct Method 
65. [Fixed] DataCollector restarts when IEC61850 MMS collection fails 
66. [Fixed] ECU1251: after upgrading from version 2.8.3 series to 2.8.4.2, time is 8 hours less 
67. [Fixed] WebService does not make correct judgment under network port bridging, causing 

login failure 
68. [Fixed] Slow opening of large-point cloud service pages 
69. [Fixed] EdgeHub project upload error: Project spelling mistake 
70. [Fixed] EdgeLinkStudio: edited project content disappears when switching to another page 

without applying changes 
71. [Fixed] FTP and SFTP file split interval and data delay verification issues 
72. [Fixed] DataTransfer: disabled default enabled state 
73. [Fixed] Online monitoring page IO points cannot display when collecting multiple devices 



and some devices have no points built 
74. [Fixed] Container keeps reporting ensure the wdtd is up error after startup 
75. [Fixed] MQTTClient stops connecting to EdgeHub after encountering ensure the wdtd is up 

error, leading to connection timeout and disconnection 
76. [Fixed] Error when dispatching project file from EdgeHub to Container version of EdgeLink 
77. [Fixed] Project fetched from ECU1252M after dispatching project to it from Container shows 

firewall enabled with the same list as Container and web port open at 1443 
78. [Fixed] Studio: after logging into EdgeHub and copying container project to ECU, firewall is 

enabled with Container's list, causing ECU connection abnormality 
79. [Fixed] GENERIC LINUX project configuration lacks firewall list setting interface 
80. [Fixed] Studio: logging into EdgeHub and deleting device project is invalid 
81. [Fixed] ADAM3668 information cannot be loaded on online monitoring page after inserting 

ADAM3668 module into ADAM3600 
82. [Fixed] CustomMQTT@Azure: writing digital quantity, false works normally, but true cannot 

be written 
83. [Fixed] EdgeHub connection disconnects when dispatching project containing IEC61850 

MMS/GOOSEserver/Driver and transparent transmission, ModbusGateway to old versions 
(not updated EdgeHub dispatch project list) 

84. [Fixed] ECU1170: watchdog does not work after killing AdvProgramMgr, DataCollector, or 
MQTTClient 

85. [Fixed] IEC-61850 MMS and GOOSE collection points still show Quality as Good after 
authorization expires 

EdgeLink 2.8.4.2 

[New Supported Platforms] 

1. ADAM-3600-C2GL1B1E 
2. ECU-1152TL-R12AC 

[New Features] 

1. [New]Module Support: EWM-W193H01E, AIW-162BS-GI1, EWM-W173H01E, 
WMU6202EC200A-CN 

2. [New] Support for Automatic EdgeHub Onboarding 
3. [New] Support for Uploading Projects to EdgeHub 
4. [New] Added General User ‘guest’ in Online Mode 
5. [New] Online Configuration for System Log Parameters 
6. [New] Absolute Value Trigger Upload in IEC104 Server 
7. [New] New Data Type M_IT_TA_1 in IEC-104 Driver 
8. [New] Client Configuration File Import in OpenVPN Interface 
9. [New] EdgeLink Studio Device Configuration for Downwriting Same Point Values 
10. [New] DataBackup Support for Oracle 21c 



11. [New] Default Enablement (without Tag Points) in EdgeHub MQTT Projects 
12. [New] Configurable Plug&Play Enablement in WebAccessMQTT Plugin 
13. [New] CJT188 Driver Added to Interface 

[Enhancements] 

14. [Upgrade] Local File Storage for DNP3 Events 
15. [Upgrade] RemoteBackup/FTP Local Files Moved to SD Card 
16. [Upgrade] Dynamic Adjustment of Maximum Points in DNP3 Server Based on Hardware 
17. [Upgrade] EdgeLink Studio Uses ‘.’ as Decimal Separator Regardless of Dutch Regional 

Settings 
18. [Upgrade] ADAM-6717 Supports Independent Enable/Disable for Each AI Channel 
19. [Upgrade] Error in Read Request Response Format in DNP3 Server 
20. [Upgrade] Warning for Tag Names Exceeding 21 Characters When MQTT Forwards to 

WebAccess.SCADA 
21. [Upgrade] EdgeLink Downwriting Frequency No Longer Restricted by Port Scantime 
22. [Upgrade] Port 22 Added to EdgeLink Studio Firewall Default Whitelist 
23. [Upgrade] Authorization Recognition Based on First Entity MAC Address 
24. [Upgrade] EdgeHub Dispatch Tasks Include Date and Time in Name 
25. [Upgrade] Simplified L2TP/IPSec VPN Interface Requires Only Basic Connection Info 
26. [Upgrade] ECU-1170 Recovery Button Changed to Factory Recovery Upgrade 
27. [Upgrade] Optimized WebService Startup Speed with Reduced RSA Key Generation Time 
28. [Upgrade] Remote.it Updated to Remote3.it, Daemon Version 4.13 to 5.4 
29. [Upgrade] DataLogger Time Offset Configuration Made Available in Interface 
30. [Upgrade] Pass-Through Mode Adjusted to Three Modes: Pass-Through, Response, and 

Listening 
31. [Upgrade] Removed Duplicate Columns in Excel Export of DataLogger Query Results in 

Online Monitoring 
32. [Upgrade] Syslog Page Cache Limited to 3,000 Entries with Option to Download Full Log File 
33. [Upgrade] Default Deselection of Old Container Project Versions in Projects 
34. [Upgrade] Default Protocol Type for CAN Devices Set to CANbus 
35. [Upgrade] Online WiFiAP Connection Success Optimized to Around 2 Minutes 
 

[Bug Fixes] 

36. [Fixed]Container Fails to Start After Upgrading and Keeping Original Project 
37. [Fixed]SNMP Driver Error Codes Added 
38. [Fixed]Online CheckConnect: Reboot System Checkbox for LAN2 Auto-Selected After 

Switching from LAN1 Without Applying Changes 
39. [Fixed]Online LAN1 Connected and LAN2 Disconnected: Clicking LAN2 Then LAN1 Causes 

2-Second Delay in Displaying LAN2 Info 
40. [Fixed]EdgeLink Studio Online Upgrade Interface Allows File Upload Without Password After 

Canceling Input 



41. [Fixed]Online Monitoring Historical Data Query Warns When No Points Selected 
42. [Fixed]ADAM6717 Online Interface Shows Abnormal IO Status 
43. [Fixed]EdgeLink Studio Shows Error 255.255.255.255 When Gateway Is Empty in Fixed IP 

Configuration 
44. [Fixed]Default Time Type for Online Data Log Query Changed to All Data 
45. [Fixed]EdgeLink Studio Device List Not Updating After Clicking Refresh When Logging into 

EdgeHub 
46. [Fixed]Studio Crashes When Entering Garbled API URL When Logging into EdgeHub; 

Interface Validation Logic Fixed 
47. [Fixed]Image Version Not Displayed on Home Page After Logging into EdgeLink Studio 

(Version 2.8.4.0 and Later) 
48. [Fixed]Uninstall Program in Studio Start Menu Shows Japanese Text 
49. [Fixed]Project Compilation Fails After Adding Virtual Networking 
50. [Fixed]Studio SNMP Server Shows Incorrect Full ObjectID for Trap 
51. [Fixed]Repeatedly Enabling Service Control in EdgeLink Studio Causes Firewall Whitelist to 

Add Duplicate Ports 
52. [Fixed]Chinese Version Studio Shows Incorrect Prompt When Adding DataBackup Points 

Without Enabling DataLogger 
53. [Fixed]Container/Generic_linux Version EdgeHub Page Retains Redundant Credential 

Options 
54. [Fixed]Uploaded Projects Still Point to Old Paths After Modification 
55. [Fixed]Changing TCP Port to Serial Scan Doesn’t Take Effect 
56. [Fixed]Incorrect Tag List Displayed After Switching Device Templates and Selecting Devices 
57. [Fixed]Loading Icon Blocks Prompt When Adding Duplicate MAC Devices in EdgeLink Studio 
58. [Fixed]Disabling EdgeHub Doesn’t Take Effect 
59. [Fixed]Firewall Enablement Also Restricts Port Forwarding 
60. [Fixed]AdvProgramMgr Exits Abnormally 
61. [Fixed]DHCP Server Fails to Set Subnet Mask 
62. [Fixed]ECU-1051 FTP Server Port Can’t Be Forwarded 
63. [Fixed]ECU-1051 Series System Files Corrupt After Running for a While, Causing External 

Modules to Fail and Web Access to Be Unavailable 
64. [Fixed]Fixed IP Requires Reboot to Take Effect 
65. [Fixed]ECU-150-12A Time Resets to 2021 After Image Update 
66. [Fixed]Long Synchronization Time Between NTP Client and EdgeLink When NTP Server Is 

Unreachable 
67. [Fixed]Incorrect Value for WebAccess MQTT Connection Status Point 

#MQTTStatus_EdgeSync_360 
68. [Fixed]Data Resume Doesn’t Resend Data with Diff Publish 
69. [Fixed]Synchronization of MQTT Span High/Low with IO Point Attributes 
70. [Fixed]MQTTClient Exits Due to MAC Mismatch 
71. [Fixed]OPCUA Fails to Collect Structure Types 
72. [Fixed]EventManager Events Trigger Only After Restart 
73. [Fixed]Adding TCP-COM Directly in Pass-Through Mode Generates Modbus-Related Items 

When Adding Client IP 



74. [Fixed]Pass-Through Listening Mode Doesn’t Filter IPs 
75. [Fixed]Transparent Southbound Multi-COM1 Configuration Download Error 
76. [Fixed]ModbusGateway Southbound Configuration Forwards All Serial Ports to First Serial 

Port 
77. [Fixed]Serial Port Bridging Interface Reports COM Occupation Incorrectly 
78. [Fixed]DNP3Daemon BI Quantity Exceeding 8 Causes Packet Structure Error 
79. [Fixed]Mirai Pass-Through Function Fails 
80. [Fixed]DataBackup Exits When Backing Up to PostgreSQL If Existing Table Doesn’t Match 

Current Configuration 
81. [Fixed]Modbus Server Writes Exceptionally to Address 00020-00035 with Function Code 15 
82. [Fixed]IEC61850 Enum Type Forwards Data as 0 
83. [Fixed]EdgeLink Trial Period Without Authorization Changed to 2 Hours 
84. [Fixed]BATCH_WRITE Causes DataCollector to Exit 
85. [Fixed]SNMP V3 NoAuth/NoPriv Mode Enforces Key Validation 
86. [Fixed]SNMP V3 Password Must Be at Least 8 Characters and Can’t Be Empty 
87. [Fixed]Ambiguous Input Prompts in SNMP V3 Interface 
88. [Fixed]SNMP V3 noAuthNoPriv Mode Can’t Connect to MIB Browser 
89. [Fixed]Incorrect Default Value for SNMP Server Trap Community Name 
90. [Fixed]DataCenter Allows Repeated Enablement on Same COM Port 
91. [Fixed]WebAccessSCADA MQTT Group Packaging Error After Deleting Points 
92. [Fixed]DevCANbus XML Configuration File Doesn’t Check for Unexpected Characters 
93. [Fixed]DataBackup FTP/SFTP Doesn’t Disable Value Type When Selecting ‘All Data’ 
94. [Fixed]FTP Server Loses Old Project Upload Interval Parameter 
95. [Fixed]Calculation Point Interface Column Width Unadjustable, Hiding Full Calculation 

Formulas 
96. [Fixed]DataBackup Table Creation Timeout Causes Semaphore Wait Failure 
97. [Fixed]DNP3Server Replies Incorrectly to Read Requests 
98. [Fixed]Modbus Server Starting Before DataCenter Causes 60-Second Timeout Logic to Fail 
99. [Fixed]DataBackup Exits Abnormally 
100. [Fixed]Writing to Error Points or Continuous Writing Causes Abnormal Data Collection 
101. [Fixed]CustomMQTT Doesn’t Check for Special Characters in Topic When Saving 
102. [Fixed]EdgeHub OTA Status Reports Timeout Incorrectly 
103. [Fixed]Repeated Clicks on EdgeHub Download Page Don’t Trigger Actions 
104. [Fixed]Spelling Errors on EdgeHub Login Page 
105. [Fixed]Edit Function in Model Right-Click Menu Fails 
106. [Fixed]EdgeHub Configures Dispatch to Wrong Device 
107. [Fixed]EdgeHub Doesn’t Report System Measurement Points for Unassociated Devices 
108. [Fixed]EdgeHub Error: ‘Device Type Does Not Exist’ 
109. [Fixed]IoTSuite/DataHub Shows Illegal Characters When Adding Duplicate Tags 
110. [Fixed]Abnormal Display of Bind to EdgeHub Device Menu 
111. [Fixed]Studio Login Page Removes 50-Character Limit for Host 
112. [Fixed]ECU1170 Loses Symbolic Link /media/sdcard0p1 
113. [Fixed]ECU1170 Supports EdgeHub OTA Image Upgrade 
114. [Fixed]Enabling COM1 Fails After Adding CAN Port 



115. [Fixed]ADAM-3600 AI/DI Functions Abnormal 
116. [Fixed]AB Micrologic Driver Fails to Collect Data 
117. [Fixed]ABEIP Driver Connects Multiple Devices with Same Port and Point Table but Different 

IPs to Last IP 
 

EdgeLink 2.8.4.1  

[New Supported Platforms]   
1. WISE-6610V2   
2. ECU-1170   

[New Features]   

1. [New] IEC-61850 Support: MMS, GOOSE   
2. [New] SNMP V3 Server   
3. [New] Added License authorization for IEC-61850 activation   
4. [New] Added DAQ driver: CJT-188   
5. [New] Added new tag type “Statistic Point”   
6. [New] Cloud connection now allows customers to separately set periodic uploads and 

change-based uploads in the same connection   
7. [New] Transparent transmission functionality   
8. [New] Prompt to change password after online login   
9. [New] Lock for 10 minutes after 5 failed login attempts   
10. [New] DataBackup now supports PostgreSQL   
11. [New] DataBackup now supports SFTP   
12. [New] EdgeLink Studio now allows “Save As” for project files   
13. [New] Offline configuration tree structure and name adjustments in Studio   
14. [New] Added support for communication modules: AIW-343FQ-E01, EWM-W193H01E, 

EWM-W180H01E   
15. [New] Added DataBackup to Container   

 

[Feature Enhancements]  

16. [Upgrade] Mitsubishi FX5U driver now supports ASCII collection   
17. [Upgrade] ModbusServer now allows a maximum address limit of 65536 for each address 

zone   
18. [Upgrade] Serial port collection modified to prioritize write values   
19. [Upgrade] Prevent factory reset upgrades, added backup for /home/etc directory   
20. [Upgrade] ProudSmart: Added quality check before receiving cloud command to solve issue 

where new values were not updated in responses   



21. [Upgrade] SimpleMQTT now allows a maximum of 10 connections (up from 4)   
22. [Upgrade] Enabled MQTT resume functionality, with a prompt when applying without 

enabling DataLogger   
23. [Upgrade] Cellular now uses “other” dialing method, default number is "*99#"   
24. [Upgrade] Modbus driver name adjustment: Removed “Modicon” from the name, now 

shows only “Modbus”   
25. [Upgrade] Azure connection uploads data, and allows choosing not to upload when data 

quality stamp is not "GOOD"   
26. [Upgrade] Added shortcut link to official website in EdgeLink Studio for easier firmware and 

software download   
 

[Bug Fixes] 

27. [Modify]CANbus driver address template now limits to 2 characters when exceeding length   
28. [Modify]Online monitor page errors when switching tag count to 50 or 100 per page   
29. [Modify]Unable to add device template for CAN devices   
30. [Modify]OPC UA Server not displaying added tags in the client page after connection   
31. [Modify]Importing tags from Excel with total tags exceeding device maximum limit (e.g., 

2000) prompts error even if import is within limits   
32. [Modify]User tags not updating timestamp when value doesn’t change   
33. [Modify]CANbus data collection misalignment   
34. [Modify]Unable to retrieve registration ID using remote.it with 4G internet   
35. [Modify]EdgeLink Studio does not import calculation tags but still shows calculation tag limit 

warnings   
36. [Modify]1252M maximum tag limit of 2000 doesn’t include statistic tags   
37. [Modify]Calculation tag span high setting of 1000 doesn’t work   
38. [Modify]Unable to retrieve registration ID using remote.it with 4G internet   
39. [Modify]OPC UA driver failing to write points when set to write-only   
40. [Modify]DNP3Daemon adjusts event delay time   
41. [Modify]BACnet driver write failure when collecting write-only tags, success with 

readable/writeable tags   
42. [Modify]DevCANbus driver missing thread closure on stop, leading to thread leak   
43. [Modify]EdgeLink Studio does not allow “-” in tag names   
44. [Modify]DataLogger records extra data with the same timestamp after a program restart   
45. [Modify]DataLogger logs quality "bad" data after power reboot   
46. [Modify]ECU-150 DataCollector exits when collecting data from over 1900 BACnet devices, 

added serial and parallel scan parameters   
47. [Modify]BACnet driver port change from 47888 to 47808 not reflected in firewall whitelist   
48. [Modify]Unable to select write-only points for data transmission   
49. [Modify]ModbusServer serial port response time longer in 2.8.3 than in 2.8.2   
50. [Modify]ECU-150 Error LED not working properly 
51. [Modify]ECU-1051: Port Forwarding cannot select L2TP as the interface. 
52. [Modify]"syntax error, unexpected EQ" error occurs in "/var/log/messages" when 



configuring VPN. 
53. [Modify]Occasional communication anomalies on network ports. 

EdgeLink 2.8.3.5 

[New Supported Platforms] 

None 

[New Features] 

1. [New] Increased acquisition of Siemens S7-200 SMART Counter and Timer registers. 
2. [New] Cloud connection forwarding data now includes timestamps with milliseconds. 
3. [New] WebAccess MQTT plugin now supports cfg transmission. 
4. [New] EdgeLink version number is now four digits. 
5. [New] L2TP now includes strongswan support. 
6. [New] Cellular now supports SIM card PIN code. 
7. [New] Increased support for OpenVPN 2.6. 
8. [New] DrayTek router L2TP protocol now includes AH-ESP option. 

[EdgeLink Runtime] 

9. [Modify] Collection of BACnet routers requires the gateway driver to listen on port 47808. 
10. [Modify] BACnet MS/TP collection driver now releases resources after writing values. 
11. [Modify] When two BACnet MS/TP serial ports are enabled, tag quality stamps display as 

"Device error". 
12. [Modify] BACnet IP driver collects data from two hundred and eighty devices with quality 

stamps set to c002h. 
13. [Modify] Collection from 42 ABEIP devices causes datacollector to continuously exit after 

downloading the project. 
14. [Modify] Mewtocol driver, after writing values to LD0 and WL0, collects incorrect values. 
15. [Modify] SNMP Driver experiences failures when writing values. 
16. [Modify] After selecting the data type for the driver, the address template only displays 

templates for that data type. 
17. [Modify] SimpleMQTT's compact format lacks double quotes around time, which is not 

JSON compliant. 
18. [Modify] SimpleMQTT connection fails to recover after being disconnected for 2 minutes, 

even if the network cable is reconnected. 
19. [Modify] EdgeHub may not reconnect to the network even after the network is restored. 
20. [Modify] Data transmission fails when all options for value changes, quality stamps, and 

timestamps are selected. 



21. [Modify] Occasional data writing failures occur during data transmission. 
22. [Modify] The transfer cycle for data transmission does not take effect. 
23. [Modify] DataLogger records an extra entry with the same timestamp as the previous one 

after a restart. 
24. [Modify] DataLogger shows InsertTagValue errors in the log with repeated power outages 

and restarts. 
25. [Modify] AdvAgentMain causes exceptions and fails to start with too many routing tables. 
26. [Modify] Modbus RTU Server forwarding shows zeros in the first few entries after a restart, 

which does not match actual values. 
27. [Modify] ModbusServer forwarding tags above 32767 prevents clients from collecting data 

normally. 
28. [Modify] Using EC20 module, QMI fails to dial successfully. 
29. [Modify] ublox LILY131 WiFi module is recognized as id 1286:2049, should be 1286:204a. 
30. [Modify] EWM-C117FL06E, the module's default is RNDIS mode, EdgeLink is configured to 

default to PPP, which fails to dial successfully. 
31. [Modify] When using Cisco router/switch, the gateway cannot obtain an IP from DHCP. 
32. [Modify] Some Guanghetong L610 4G modules cannot dial normally, RESET operation is 

added. 
33. [Modify] When connecting to Wi-Fi AP using WEP authentication, connections fail. 
34. [Modify] When using 5G modules, the signal value system point is obtained incorrectly. 
35. [Modify] L2TP adds a connection check function. 
36. [Modify] The system passwd command cannot be used. 
37. [Modify] AdvWirelesscheckd setting check type to Monitor data traffic disables reboot, and 

the device will restart after 12 minutes without communication. 
38. [Modify] L2TP/IPSec VPN Server connection failed. 
 
[EdgeLink Studio] 
39. [Modify] When backing up to different databases, Table Name must not be the same. 
40. [Modify] In online monitoring, the right-click modification of IP does not allow the gateway 

to be empty. 
41. [Modify] In the online monitor's time & date configuration, the time zone lacks UTC time 

without a time zone. 
42. [Modify] On the online login page, if the wrong password is entered and the login is clicked, 

then refreshing the page will jump to the #/dashboard page. 
43. [Modify] In the network priority interface, when enabling link judgment and clicking save, 

the enabled state is canceled. 
44. [Modify] SNMP driver, when OID prefix is disabled, still generates x_oid_prefix parameters, 

causing collection failure. 
45. [Modify] The default priority of the l2tp network card is set to the highest. 
46. [Upgraded] The docker version in the Container device information must be consistent with 

the studio version. 
47. [Upgraded] In I/O point configuration, when the device name is changed, the point name 

will change, and the points added in protocol services, data storage, cloud services, and 
other places will be automatically updated synchronously. 



48. [Upgraded] When backing up to different databases, Table Name must not be the same. 
49. [Upgraded] Modbus TCP Server functionality, added an option to ignore device id. 
50. [Upgraded] Uploading a project no longer overwrites the original project, but saves it under 

a different project name. 

EdgeLink 2.8.3 r4 

[New supported platforms] 

None 

[New features] 

1. [New] Ping option added to the firewall configuration. 
2. [New] When selecting the BACnet protocol for the collection driver, port 47888 is 

automatically added to the firewall whitelist. 
3. [New] Cumulocity cloud platform connection strategy updated, with added authentication 

information. 
4. [New] ICR3200 series now defaults to starting ElicMgr. 

[EdgeLink Runtime] 

5. [Modify] 293 events added to the project, EventManager will exit after download 
6. [Modify] Fx5 device added under the serial port, DataCollector will exit after download 
7. [Modify] If multiple events trigger the same tag setting in EventManager, only the first 

event takes effect 
8. [Modify] ModbusServer, incorrect mapping of digital quantities 
9. [Modify] If kw is enabled for power-off retention and no memory card is inserted, eclr 

cannot start up normally 
10. [Modify] Addition of default heartbeat for EdgeLink connecting to EdgeHub. 
11. [Modify] The default task period displayed during runtime is 14 seconds 
12. [Modify] EWM-C176 is shown as supported in Studio, but the image does not actually 

support it 
13. [Modify] MQTT cannot resume transmission from a breakpoint when there are too many 

data files on the SD card 
14. [Modify] DCTag SDK cannot continuously add more than 40,000 points to DataCenter 
15. [Modify] Failure to obtain GPS information 
16. [Modify] RemoteBackup FTP backup failure, file not uploaded 
17. [Modify] New version FM-150 module on customer site requires sending a specific 

command before dialing. 



 
 
 
 

[EdgeLink Studio] 

18. [Modify] The length limit of MQTT connection alias is relaxed. 
19. [Modify] After clicking the save button in Studio, the port becomes editable. 
20. [Upgraded] The length limit for MQTT (cloud connection) aliases is lifted. 
21. [Modify] Compilation failure of ADAM3600DS project. 
22. [Modify] Compilation failure after configuring slot modules in ADAM3600 project. 
23. [Modify] The edit button for UserTag on the online page is still editable when not 

writable. 
24. [Modify] Write Only property added to EdgeLink I/O Tags. 
25. [Modify] BACnet MSTP interface, after modifying device properties and saving, the 

interface does not successfully reflect the changes upon reopening. 
26. [Modify] Incorrect prompt information on the DataLogger page. 
27. [Modify] The description for "read, write" when adding points in the project 

configuration is changed to "read-only, write-only". 
28. [Modify] Calculation points with read and write properties in the project configuration 

should be removed. 
29. [Modify] The right-click copy function in the project is ineffective. 
30. [Modify] The initial value for the IP Range page in the virtual networking is incorrect. 
31. [Modify] The term Edge365 in the manual is changed to EdgeSync360/EdgeHub. 
32. [Modify] EdgeLink using a 4G module causing NAND damage. 
33. [Upgraded] The version of PuTTY included with the Studio installation package is 

updated to 0.81 or above. 

EdgeLink 2.8.3 r3 

[New supported platforms] 

None 

[New features] 

34. [New] Micrex-SX PLC support 
35. [New] The deb package of the Container version supports Ubuntu 18.04, Ubuntu 20.04, 

and Ubuntu 22.04. 



[EdgeLink Runtime] 

36. [Modify] When the baud rate of the WISE-710 serial port is 9600, the ModbusRTU Server 
exits. 

37. [Modify] Container version log size setting limit.   
38. [Modify] Adjust the starting order of MQTTClient to the last one. 
39. [Modify] Adjustment of MP3000 driver.  
40. [Modify] The ECU150 series LAN port hangs up.  

 
 

[EdgeLink Studio] 

41. [Modify] The length limit of MQTT connection alias is relaxed. 
 

EdgeLink 2.8.3 r2 

[New supported platforms] 

1． ECU-1260 

2． ECU150F 

[New features] 

None 

[EdgeLink Runtime] 

1. [Modify] TCP collected 90 modbus devices, and stopped collecting data after 13 days of 
operation. 

2. [Modify] When the DNP3 Client is disconnected from the Server, it takes about 2 minutes 
to restore the connection.   

3. [Modify] DNP3 Server, BO Activation mode, after downloading project, the DNP3 server 
program exits 

4. [Modify] CustomMQTT, payload selection of digital quantity point value description, not 
effective.  

5. [Modify] During the OTA project of EdgeSync 360/EdgeHub, if EdgeLinkStudio online 
upgrade reboots the device and terminates the OTA task, the OTA task will not continue 
after restarting, and the OTA interface needs to wait until timeout before returning an 



error.  
6. [Modify] The acquisition driver of the S7-1200 PLC has an error in collecting data on the x86 

platform. 
7. [Modify] ECU-150, the LED does not flash during the upgrade process. 
8. [Modify] Dialing in other mode is unsuccessful.  
9. [Modify] The project import Excel, span high/low information is not imported.  
10. [Modify] GSD mqtt, the data publishing is abnormal 
11. [Modify] AI in IEC104Server, when the Kvalue is not 1, the calculation method for 

percent change is incorrect.  



EdgeLink 2.8.3 r1 

[New supported platforms] 

None 

[New features] 

1. [New] Add the option of whether to upgrade uboot during system upgrade 
2. [New] Added Micrex-SX PLC driver support. 
3. [New] Added a soft link to the system path: 

recovery partition (/dev/mmcblk0p3): /media/recovery; 
SD card: /media/sdcard0p1; 
USB flash drive: /media/udisk1 

[EdgeLink Runtime] 

4. [Upgrade] OPC UA driver can support multiple subscriptions 
5. [Upgrade] Maximum value for SystemTag should be defined based on their respective 

meanings. 
6. [Upgrade] IEC104 DO supports direct execution (access). 
7. [Upgrade] Update WISE-DataConnect to version 1.4.1 Beta  
8. [Upgrade] Update Korean entries 
9. [Modify] EdgeSync 360/EdgeHub adds new user tag through the OTA project. The 

EdgeSync 360/EdgeHub interface does not have a value for this new tag. Checking the 
ECU in EdgeLink online monitor does not show that the new tag. 

10. [Modify] After EdgeSync 360/EdgeHub renews the certificate, the certificate file on the 
ECU becomes 4k, which should actually be around 1628k.   

11. [Modify] Wise710 EdgeHub OTA Image failed to extract file advupdate.txt 
12. [Modify] The first system tag data showed error after the MQTT Client reconnection.  
13. [Modify] Azure repeatedly reconnects, causing MQTTClient exit unexpectedly.  
14. [Modify] EdgeSync 360/EdgeHub connection status is normal whereas status on Azure 

showed fail.  Reconnect both EdgeSync 360/EdgeHub and Azure upon reconnection. 
15. [Modify] MQTTClient disable failed, and data transmission still occurred according to the 

previous configuration after disable 
16. [Modify] High CPU usage causes eclr program to freeze  
17. [Modify] OPC UA collects more than 400 tags.  After the server is disconnected, some 

tag quality stamps remained good.  After 5 minutes, the data collector automatically 
restarts.  

18. [Modify] BCD, swap word conversion code write-back error. 
19. [Modify] DataTranfer, sometimes the transmission of data is unsuccessful 



20. [Modify] ABEIP driver, collect Boolean type (BOOL) array.  Except for the 0th bit array, 
which can be read and write; all other bits can only be written, not read.  

21. [Modify] After the project enabled remote.it, config file was not displayed.  
22. [Modify] Using online functions to modify the network configuration of WISE170 

will cause the webservice to exit 
23. [Modify] RM500Q cannot dial successfully 
24. [Modify] ECU150 series adds hardware watchdog. 

[EdgeLink Studio] 

25. [Upgrade] Upgrade the product names of Edge365 to EdgeSync 360/EdgeHub 
26. [Upgrade] Upgrade the product names of WebAccess to EdgeSync 360/WebAccess.SCADA 
27.  [Upgrade] Upgrade the product names of WISE-PaaS/IoTSuite to IoTSuite/DataHub  
28. [Upgrade] EdgeLink Studio Azure configuration interface adds SAS token connection 

method. 
29. [Upgrade] The default time zone for Studio creation projects in Japanese is UTC+9 
30. [Upgrade] After installing the Chinese version of studio, the online page needs to be opened 

in the Chinese version. 
31. [Upgrade] The online 4G network card information page adjusts commonly used information 

to the top of the table. 
32. [Upgrade] upgrade Export to Edge365 to Export for EdgeSync360. 
33. [Upgrade] EdgeLinkStudio reduces the installation package size. 
34. [Modify] The cellular page does not display the prompt button when reopening the 

page. 
35. [Modify] After the configuration page of the multi-NIC device is opened again, the 

original configuration cannot be displayed correctly.  
36. [Modify] After configuring IPV6 information for the online LAN port and clicked APPLY, 

the configuration information is not returned on the page.  
37. [Modify] Configure Wi-Fi information online, upload the project, only the enable state is 

consistent, other information is not uploaded. 

EdgeLink 2.8.3 

[New supported platforms] 

1． ECU-1251V2 

2． ICR-3200 

[New features] 

1. [New] Add ModbusGateway 



2. [New] Download and update images through Edge365 
3. [New] Connect through Edge365 for bulk download of gateway projects 
4. [New] Add option to ignore certificate verification for Edge365 connections 
5. [New] Support X509 certificate verification for Edge365 connections 
6. [New] New online network configuration feature 
7. [New] Online Image recovery feature 
8. [New] Online tag search 
9. [New] Add UNO GPIO driver support for container version 
10. [New] Add ability to copy between different types of devices within a project 
11. [New] DataLogger：Add option to align storage by time  
12. [New] DataLogger adds the default time alignment mode for storage, and Time Aligned 

and Offset are hidden parameters 
13. [New] Add support for Fibocom L610 4G module 
14. [New] DAQ Driver：YSMemobus 

[EdgeLink Runtime] 

15. [Upgrade] The device name of WISE-PaaS/datahub does not allow special characters. 
16. [Upgrade] For Omron EIP configuration driver to remove address checking and allow 

input of Chinese. 
17. [Upgrade] Panasonic driver supports multiple frame parsing 
18. [Upgrade] S7-1500 LREAL data type support 
19. [Upgrade] WebService supports returning tag information based on Array structure 
20. [Upgrade] MQTTClient allows customers to choose the TLS version (1.1, 1.2, or 1.3). 
21. [Upgrade] "AdvFirmwareupdate" has been updated to include the ability to only update 

the IO firmware. 
22. [Upgrade] DataLogger can use file mapping to query data. 
23. [Upgrade] The ISO 8601 string format for MQTT timestamps  
24. [Upgrade] Disable timestamp check in OPCUA Server  
25. [Upgrade] IEC104 Server DO supports direct execute 
26. [Upgrade] Release the limit of the FTPServer backup interval to 1 minute by modifying 

the corresponding configuration in DataBackup. 
27. [Upgrade] Add support for double-precision floating-point data type to Mitsubishi Q 

drive 
28. [Upgrade] Upgrade Azure certificate files: G2 certificates. 
29. [Modify] After upgrading Image from 2.8.1 to 2.8.2, the time changes to 2014 and the 

download project is not successful. 
30. [Modify] If it stays on the online monitor screen for a period of time, it may experience 

an issue where it cannot be logged in.  
31. [Modify] Serial (via tcpip), add multiple ports, all port packets are only sent to the first 

port 
32. [Modify] When collecting data from a serial port device or TCP device, if the 

DataCollector constantly restarts, the system will automatically restart after a period of 
time. 



33. [Modify] DNP3Daemon adds a system point named SYS_DNP3_AI_POLLED_COUNTER 
for AI request counting. 

34. [Modify] ModbusServer (RTU) should not respond when the master station accesses 
other ID devices on the bus through the gateway. 

35. [Modify] BACnetServer, MI/MO/MV, the configuration of multi-state text cannot be 
applied. 

36. [Modify] DNP3Daemon, time synchronization results in a system time lag of 8 hours. 
37. [Modify] DNP3Server, periodic upload, there will be 3 extra data records for AI0. 
38. [Modify] The data backup to MySQL stops after a period of time and restarts when 

resumed. 
39. [Modify] WISE-PaaS experiences slow resume of data transfer during breaks, with 

approximately 2 to 3 seconds required to retrieve 1 second of data. 
40. [Modify] The MQTTClient only uploads changed data, and the CPU usage is at 100%, but 

it returns to normal after enabling periodic upload. 
41. [Modify] MQTTClient does not attempt to reconnect when the broker is unreachable, 

and the program freezes after running for about 5 minutes past the timeout period. 
42. [Modify] MQTTClient's periodic upload with resume from break does not upload data at 

the specified interval. 
43. [Modify] MQTTClient's setting of "reconn_pub_all" set to "false" is not taking effect, and 

it will still send an immediate message after reconnecting. 
44. [Modify] MQTTClient's resume of data publication uploads all data within the interval 

since the last connection, rather than padding the data based on the upload period. 
45. [Modify] When connecting to Ali Cloud, if the routing that allows access to the external 

network is added later, the connection will fail. Restarting the MQTTClient will normalize 
the connection.  

46. [Modify] Multiple MQTT connections, if one of them loses connection, the resume time 
is recorded for each connection. 

47. [Modify] The CustomMQTT setting to only upload changed points is not working. 
48. [Modify] When using CustomMQTT with periodic upload and the RETAIN flag set, the 

first data message's RETAIN flag is 0.  
49. [Modify] When using CustomMQTT for upload, if the quality stamp for the IO points in 

the payload is not "good", the MQTTClient will exit. 
50. [Modify] CustomMQTT's resume of data transfer from the previous connection point 

has an incorrect start time. 
51. [Modify] CustomMQTT's resume of data transfer uploads all data that is the same as the 

first data received after the connection is restored. 
52. [Modify] When IEC104 Client collects data from multiple devices, if the point addresses 

are the same, it can only collect the values from the first device. 
53. [Modify] The Modbus acquisition driver has a point attribute with a starting bit of 8 and 

a length of 32. However, the actual length of the acquired data is 24. 
54. [Modify] Panasonic PLC failed to collect floating-point data. 
55. [Modify] The Mitsubishi Fx5u drive has incomplete address template types. 
56. [Modify] OPCUA collection driver loses connection after writing values.  
57. [Modify] The Omron EIP drive causes the DataCollector to exit.  



58. [Modify] The default value for Modbus driver's packet delay parameter has been 
changed to 20ms. 

59. [Modify] Mitsubishi Fx3u R-register acquisition failed. 
60. [Modify] The addition of a feature to open firewall ports has been added to the 

Container version. 
61. [Modify] Modify the deb package uninstall and upgrade process for the Container 

version. 
62. [Modify] There are cases where the download of the Container version's project file. 
63. [Modify] The driver file downloaded in Studio for the Container version is not loaded. 
64. [Modify] When there are two Azure IoT Edge modules, only one can be searched. 
65. [Modify] When binding to a serial port using VCOM, if there are many devices 

connected to that port and the first binding attempt fails, it may take a long time before 
another binding can succeed. The more devices connected to the port, the longer the 
wait time. 

66. [Modify] When importing a project generated by EdgeLinkStudio using KW, the Chinese 
descriptions of the tag points appear as garbage characters. 

67. [Modify] The WISE710A2 online monitor upgrade fails. 
68. [Modify] Mitsubishi Fx3u, R register acquisition failed. 
69. [Modify] After downloading the project, WAScadaServer will fail to start. Rebooting will 

solve the problem. 
70. [Modify] When connecting to Simple Azure, if the DNS server is not working, it will cause 

the MQTTClient dump. 
71. [Modify] When using Azure connection, there is no data for breakpoint resuming. 
72. [Modify] Don't check the tag that does not exist in the disabled MQTT connection when 

downloading the project. 
73. [Modify] Don't check the tag that does not exist in the disabled MQTT connection when 

downloading the project. 
74. [Modify] WISE-6610, the configuration does not take effect after downloading the 

project, and a restart is required. 
75. [Modify] DataLogger error：AddStatDataToList: apal_list_push_back stat_data 
76. [Modify] To avoid the risk of power outage during the process of updating the EdgeLink 

project file. 
77. [Modify] In the case of MQTTClient breakpoint resuming, if no data is found at any time 

in all tags, the message at that time will not be sent. 
  



[EdgeLink Studio] 

78. [Upgrade] OPCUA server supports Node ID Types and exports them to an Excel 
spreadsheet for editing. 

79. [Upgrade] The MaxUser value for ModbusServer can be configured 
80. [Upgrade] MQTTClient allows customers to choose the TLS version (1.1, 1.2, or 1.3). 
81. [Upgrade] Dandelion VPN allows the input of special characters in usernames. 
82. [Modify] The network priority order should be Wifi priority after 4G and before 

LAN1LAN2. 
83. [Modify] Add device selection driver for serial port. Change Siemens S7-200 PLC to 

Siemens S7-200/200smart PLC 
84. [Modify] Add device selection driver for TCP communication. Change Siemens 

S7-300/1200/1500 PLC (S7Comm TCPIP) to Siemens S7-300/1200/1500/200smart PLC 
(S7Comm TCPIP). 

85. [Modify] Add device selection driver for TCP communication. Change Omron EIP Series 
PLC (Ethernet/IP) to Omron NX/NJ Series PLC (EtherNet/IP). 

86. [Modify] ModbusServer, enable and add points, but when applying, it prompts that 
more points are needed and the configuration cannot be saved. 

87. [Modify] After upgrading from version 2.6.2 to 2.8.3, the online monitor login session 
becomes invalid. 

88. [Modify] When the length of the tag name exceeds 100 characters, a WebService error 
occurs. 

89. [Modify] After running the Omron EIP driver, each point prints an Alignment trap 
message once per second. 

90. [Modify] In the MQTT interface's tag list, when a tag is selected and the small pencil is 
displayed, it cannot be deleted through right-click context menu. 

91. [Modify] When compiling MQTT, the check for disabled configurations will no longer be 
performed. 

92. [Modify] After enabling ModbusServer, it cannot be disabled and a prompt appears 
indicating that no tag points have been selected. 

93. [Modify] In the project, only one link is configured for WISE-Paas/DataHub, but three 
links are generated in the generated configuration file MQTTClient.acr. 

94. [Modify] During the process of downloading the project, if the download is cancelled, 
attempting to download again will result in a prompt indicating that the storage space is 
full. 

95. [Modify] On the WISE6610, the interface for selecting tag points is unable to select 
other points besides IO points. 



EdgeLink 2.8.2 

[New supported platforms] 

None 

[New features] 

1. [New] Device model CONTAINER supports 32bit&64bit ARM and x86 versions.  
2. [New] Device model supports Azure IoT Edge module  
3. [New] Acquisition driver supports Panasonic PLC Mewtocol7-COM  
4. [New] Cloud service supports WISE PaaS/IoTSuite  
5. [New] Cellular supports Fibocom FM150 5G module  
6. [New] Cellular supports Fibocom NL668 (mPCIE 4G module) 

 

[EdgeLink Runtime] 

7. [Upgrade] Modify the retention mode of adam3600 Usertag to retain tag value only (the 
original mode is retain tag value and time), and expand the available SRAM space of 
usertag to 16K. 

8. [Upgrade] Modbus Server supports Device ID. Any tag point in the DataCenter can be 
selected for different device IDs. 

9. [Upgrade] Modbus Server supports Modbus RTU Over TCP, and transfer RTU format 
message over TCP protocol. 

10. [Upgrade] Retain feature has been added to MQTT , which can add RETAIN_flag 
parameter to SimpleMQTT and CustomMQTT. 

11. [Upgrade] Allow all points to be uploaded when Diff Publish is updated in the cloud 
service Settings (Originally, only change points are uploaded by default). 

12. [Upgrade] MQTT connection configuration has added uuid as the unique identifier. 
13. [Upgrade] Huawei ROMA platform plug-in uploads data to support the subdevice model 
14. [Upgrade] The device number can be added to the subject of data sent by 

mcm_GoldCardSmart 
15. [Upgrade] Parameter MaxNodesPerRead has been added to OPCUA acquisition driver, 

allowing the user to configure node count read from Server at one time 
16. [Upgrade] OPCUA acquisition driver adds Nodeld type which specifies len length, such as 

len=4,0xb0000000 
17. [Upgrade] DataLogger changes the storage mode. If the file size exceeds 1.8G, a new file 

will be created to continue storage. 
18. [Upgrade] Add the feature: decompress project file to the EDGELINK PATH/project 

directory. 



19. [Upgrade] WhoIAM data is modified to src port port. 
20. [Upgrade] Apal-based programs can dynamically adjust the log output level when 

running in the background. 
21. [Upgrade] Support dbc file parsing function of CANBus. 
22. [Upgrade] Fix the incorrect payload format for Azure breakpoint resume. 
23. [Upgrade] Fix matt plugin Sparkplug(B) and wrong data during breakpoint resume.  
24. [Modify] The alarm email sending feature is modified to clear the failed email when 

downloading the project. 
25. [Modify] Fix the problem that the payload uploaded by mqtt does not conform to json 

format when the point value is nan or inf. 
26. [Modify] Fix the problem of Webaccessmqtt: Under normal connection, after the 

connection reaches the timeout time, it will be disconnected and reconnected. Only 
when the Broker loses the connection (no ack is returned by the broker) can the timeout 
be determined. 

27. [Modify] Fix the problem of backing up data to sqlserver: The bakcup will stop after a 
period of time. If the log message indicates that FreeTDS cannot be found. The system 
should be restarted. 

28. [Modify] Fix the problem that eclr exits due to memory access error. 
29. [Modify] Fix the problem that EC25 and ME3630 modules failed to dial with user name 

password. 
30. [Modify] Fix the problem of CAN ID error in CAN driver parsing extended frame. 
31. [Modify] Fix the problem of data backup: when data records change and data is stored, 

ftp backup will fail if some points have not changed and have never been stored. 
32. [Modify] Fix the problem that the message replied by the device under the serial bridge 

is not forwarded as soon as possible. 
33. [Modify] Fix the problem of Modbus acquisition driver: the acquisition value of IEEE 

Double, Little Endian conversion type is always displayed as 0. 
34. [Modify] Fix the problem that the two serial ports of 1051B would hang up when 

sending/receiving data to/from each other. 
35. [Upgrade] Write to RTC after system NTP is timed. 
36. [Upgrade] Add EDGELINK_PATH setting and ElicMgr boot. 
37. [Upgrade] Support openssl update 1.1.0l and cryptodev driver. 

[EdgeLink Studio] 

38. [Upgrade] In the online monitoring data log interface, change the drop-down box of 
point name selection to a search box. 

39. [Upgrade] Copy Info to clipboard is added to the list of EdgeLink Studio devices. 
40. [Upgrade] Https port is newly displayed in the list of EdgeLink Studio devices. 
41. [Upgrade] In Section 2.8.2, the example project is updated, and–maxdepth1 is added to 

the lighttpd.conf file. 
42. [Upgrade] Reduce the size of the installation package 
43. [Upgrade] Change PPPoE user name and password length, 253 byte for user name and 

64 Byte for password. 



44. [Upgrade] On EdgeLink Studio project configuration page, cloud services DeviceOnBI, 
Webaccess, WISE-Edge365 and WISE-PaasDataHub have been assigned to Advantech. 

45. [Upgrade] On EdgeLink Studio project configuration page, new information is added to 
the device. FRAM is removed from ECU-1051B. For ECU-1051BF and ECU-1051BGFFRA, it 
has been modified to “FRAM 128KB”. 

46. [Upgrade] In AdvProgramMgr.acr file of EdgeLink Studio project configuration, privileged 
of MQTTClient has been changed to 1. 

47. [Upgrade] On Cellular page of project configuration, add QMI dial to the configuration 
page for user’s selection. 

48. [Upgrade] Modify GPRS Info on the online configuration page to Cellular Info. 
49. [Upgrade] Optimize studio display. 
50. [Upgrade] When adding Node (gateway) to Studio project, name displayed in the list is 

hardware part number.   
51. [Upgrade] Modify master-slave description on the project configuration page. Master 

has been changed to client, and slave to server. 
52. [Upgrade] On the Chinese version engineering configuration interface, modify the 

description of DataLogger under data storage to data record. 
53. [Upgrade] Change the read/write properties of #DISABLE_DEVICE_xxxx and 

#BATCH_WRITE_xxxx in opcua server to read/write. 
54. [Modify] Fix the problem that EdgeLink Studio online monitoring log refresh is slow 
55. [Modify] Fix the problem that on the point address page of Modbus Server EdgeLink 

project configuration, when changing the unsigned 16 bit to BCD16 bit, an invalid 
address will prompt. 

56. [Modify] Fix the problem that pcuaserver cannot read the value changes of 
#DISABLE_DEVICE_xxxx and #BATCH_WRITE_xxxx 

57. [Modify] In Studio project configuration data center, change the driver name of Omron 
EIP Series PLC(hostlink) to Omron EIP Series PLC(Ethernet/IP). 

58. [Modify] Panasonic PLC FP7 is newly added to IO point network port device in the 
Studioproject configuration data center: Mewtocol driver D template address range 
expands from 5 to 6 bits (the template is still D00000, its input range expands to 6 bits) 
 

EdgeLink 2.8.1 

[New supported platforms] 

1． ECU-1252 
2． EKI-183 
3． ECU-150 
 



[New features] 

1. Add Cloud：ThingsBoard 
2. Add Cloud：jinka 
3. AB PLC Ethernet/IP driver adds two configurable parameters: Maximum tag number per 

packet and Maximum byte per packet 
4. Add data conversion types to the ModbusGW driver to make it consistent with the 

Modicon driver 
5. DNP3 driver adds CROB (control relay output block) command attributes 
6. OPC UA Server adds brownsename、displayname and units 
7. The SSL cipher suites is added to determine the method through which a secure 

connection will take place between both entities. 
8. Cloud connection adds Pub all after recon option to set whether to re-upload all point 

values after disconnection and reconnection 
9. Add the SAS expiry interval parameter to the Azure connection page and limit the range 

of keep-alive parameter to [0,1177]  
10. Azure function adds CustomMQTT and SimpleMQTT format to upload data  

[OS] 

11. [Update] The time gap between power-on until pop-up the login page is reduced to 
about 20s 

12. [Update] The WebService security certificate is changed from a unified file to individual 
files for each gateway 

13. [Modify] Fix ADAM-3600DS is unable to output though VGA port. 
14. [Modify] Unable to capture Siemens CU320 issue is fixed. 
15. [Modify] Fix ADAM-3600 fail to generate br0 network card after bridging LAN and 

OpenVPN. 
16. [Modify] Fix WiFi static IP does not take effect under client mode. 

[Restful API] 

17. [Update] The session ID name of WebService is changed from ADAMSID to SID 
18. [Update] Add an API to set the number of decimal places [0,16] in the returned result 

when reading data 

[EdgeLink Studio] 

Project Download： 

19. [Modify] Fixed the problem that batch project downloads cannot be performed through 
Azure 



Data Collection： 

20. [Update] AB PLC Ethernet/IP driver address length is increased from 40 characters to 60 
characters 

21. [Update] Modicon driver: BCD/BCD, swap word conversion data type supported data 
length is increased to 64bits 

22. [Modify] Modicon driver: IEEE Double, Little Endian conversion data type. Fix the 
acquisition value was always being 0 issue. 

23. [Update] Remove the word PPI from the S7-200 protocol name in the device driver 
24. [Modify] IEC104 Client, DEVICE_ERROR_(devicename), the tag value does not change 

when the server is disconnected after successful data collection 
25. [Modify] Modify the SQL Server version number in the ODBC driver: from SQL Server 

2008 to SQL Server 2008 and above 
26. [Modify] BACnetIP driver: tag "Name" can choose to import keyname or object-name in 

the EDE file 

Northbound Service： 

27. [Modify] Fixed the problem that the IEC104 Server transmits data before the connection 
is confirmed 

28. [Modify] Fixed the problem that the parity check of the ModbusRTU Server 
configuration does not take effect 

29. [Modify] Fixed the problem that Modbus Server enable parity, slave acquisition will 
have irregular timeout problem 

30. [Modify] Fixed the problem of incorrect reporting interval of BACNet Server COV 
31. [Modify] Fixed the problem that BACnet Server's BI is able to write values when 

Out_Of_Service is not set 
32. [Modify] Fixed the problem that the timestamp of DNP3 Server event was wrong 
33. [Modify] Fixed the problem of parsing error in DNP3 slave BO active output mode 

DataBackup： 

34. [Modify] Fixed the datalogger change storage, if one of the logging tags in the list has 
never been stored in the SD card and has not changed the status, the ftp backup will be 
unsuccessful 

35. [Modify] Fixed occasional Mysql data backup, ODBC prompts invalid connection strings 
when connecting to the database 

EventManager： 

36. [Modify] Fixed the problem that when multiple events are configured with the same tag, 



the event is triggered incorrectly 

Cloud Connection ： 

37. [Update] The Client ID in the cloud function is empty by default and can be generated 
by the Broker when connecting. After manually entering the Client ID, the input value is 
used when connecting 

38. [Update] The cloud connection upload cycle is open to 1ms. 
39. [Update] When uploading data to WISE-PaaS/DataHub, the tag adds the RO attribute, 

so that the cloud platform can display the read and write attributes of the tag  
40. [Update] When uploading data to WISE-PaaS/DataHub using Force Syn All Config mode 

in driver (change from Action=1 to Action=4) 
41. [Update] When the cloud is connected to APM-DIS (using WISE-PaaS/Datahub), send 

historical data and real-time data to different topics (need to open the corresponding 
hidden parameters) 

42. [Update] Aliyun supports Enterprise Edition instance broker connection 
43. [Modify] Fixed the issue that $ctime(ms) in CustomeMQTT setting payload was 

displayed as microseconds 

System Setting： 

1. [Update] Modify the NTP server to pool.ntp.org and enable time synchronization by 
default 

2. [Update] When the gateway network is in DHCP mode, add the device name to the 
information pushed to the DHCP Server 

3. [Update] After MQTTClient detects a change in the default route, it outputs the change 
to the system log 

4. [Modify] Modify the jitter time of the system tag #SYS_DEFAULT_IF to 5s to avoid the 
value’s abnormal jitter. (The value’s abnormal jitter will cause the MQTT connection 
reset.) 

Online Monitor： 

1. [Update] When writing a value to a read-only tag, the prompt changes from update 
success to Error: PropReadonly 

2. [Update] Add CPU architecture information to online search results 
3. [Modify] Fix the problem of manually adding online device. For example: if 

192.168.1.111 is added, then 192.168.1.11 cannot be added 

UI: 

1. [Modify] Add support description information of MDG200 in Cellular page 



44. [Modify] OpenVPN pages cannot import WISE-PaaS VPN files more than once 
45. [Modify] OpenVPN page disable LZO does not take effect 

EdgeLink 2.8.0 

[New supported platforms] 

None 

[New features] 

1. [New] MQTT plug-in：instruction set I-Link (iSysCore OS)  
2. [New] MQTT plug-in：LanZhuo supOS cloud  
3. [New] MQTT plug-in：SparkPlug(B) MQTT  
4. [New] MQTT plug-in：VIK MQTT（customized） 
5. [New] DAQ driver：BACnet MS/TP  
6. [New] Container with EdgeLink  
7. [New] EdgeLink downloads the project file via the Azure connection string  
8. [New] Remote O&M : remote.it  
9. [New] WIFI module EWM-W172 supported  

 

[EdgeLink Runtime] 

10. [Update] Open Text To Number conversion code in Modicon driver  
11. [Update] Support Mitsubishi Q series PLC ASCII message format  
12. [Update] Remove the display with point values of nan and inf, and the Quality is 

displayed as “conversion error”  
13. [Modify] Fixed the issue that MQTTClient resumed minute-level data was incomplete  
14. [Modify] Fixed the issue that the Iec62056-21 Meter Driver Configuration Interface 

Need Password option could not take effect  
15. [Modify] Fixed the issue that the collection could not be restored after the PLC restart  
16. [Modify] Fixed an issue where Cellular-related system points could not be read  
 

[EdgeLink Studio] 

17. [Update] Add system tag to represent the connection status with the cloud platform 
MQTT Broker：#MQTTStatus_XXX_XXX  

18. [Update] Added the ability to automatically import WISE-PaaS VPN profiles  
19. [Update] Data transfer destination points no longer restrict point types  



20. [Update] Cellular page added status description: Not enabled, only enabled SMS, 
enabled SMS+ cellular data Network connection  

21. [Update] The version information is displayed in the search result in studio  
22. [Update] Manual adds a description of the setup parameters for connecting with 

WISE-PaaS/DataHub MQTT  
23. [Update] Manual Adds Additional Notes: Modbus RTU Server needs to manually remove 

the occupied COM port when applying  
24. [Modify] Online datalogger queries data greater than 20,000: Displays the amount of 

data queried and prompts to store all query data in excel  
25. [Modify] Fixed the location of the time selection box to the upper right corner of the 

online page  
26. [Modify] BACnetEngineeringUnits settings are available on the BACnet Services page  
27. [Modify] Cloud names are sorted alphabetically  
28. [Modify] Fixed an issue where the online page could not be logged in on a notebook  
29. [Modify] Fixed an issue where the DNS of the Wired Connection page could not be 

saved  
30. [Modify] Fixed the problem that the alarm information insertion tag value interface title 

error in event management  
31. [Modify] Optimize active connections using the Modbus service  
32. [Modify] Fixed an issue where duplicate ethernet ports were in the linked ethernet port 

drop-down box  
33. [Modify] Fixed the issue that the ECU gateway uses the WIFI module to connect the 

client to the mobile phone hotspot, and the name of the gateway client is blank on the 
mobile phone  

34. [Modify] Fixed an issue where DataLogger stored 3000 points would lose data  
35. [Modify] Fixed DataLogger losing data when storing 3000 tags  
36. [Modify] Fixed an issue where querying the Data log of All data beyond the 24-hour 

range would cause the background data logger service to exit  
 

EdgeLink 2.7.2 

[New supported platforms] 

1. ECU-1251D 
2. ECU-1252 

[New features] 

Added advcycle upgrade parameter settings to upgrade image via SD card. When 
advcycle=y , the run light flashes during the update and the run light is always on after the 
update has completed, advupdate.txt is not deleted, and there is no restart After the power 



is off, the SD card is removed The SD card can continue to be upgraded on other devices of 
the same model. 

[EdgeLink Runtime] 

1. Upgraded the query method of Datalogger: cancel led the time limit of the full data search, 
query by time period, after obtaining all the data, it performed different processing 
according to the number of data Below 1000, it directly displayed on the chart; from 1000 
to 5000, the user is prompted to choose to display the chart or download to Excel; if the 
user is above 5000, the user is prompted to download directly to Excel, and no longer 
display in the chart. 
2. The transfer cycle set in the data transfer function can now support decimals 
3. Optimized 4G dialing time 
4. The putty tool that comes with EdgeLink Studio has been upgraded to version 0.75 
5. The time difference of ntpd time adjustment has changed from 5 seconds to 2 seconds. If 
the time difference with the server is greater than 2s, the time adjustment will be forced 
6. Modified the USB high speed/full speed config: the device USB port is high speed; the Mini 
PCI e interface is high speed when equipped with RS9116 and RS9113 WiFi modules; in 
other cases, the USB is configured as full speed 
7. ModbusGW driver now adds packet delay configuration parameters 
8. Added timeout query statement when the Restful API WebService logged in 
9. Added Use UDP configuration item for Keyence driver 
10. The MDG100 driver fails to load Fixed. 
11. Webservice cannot get data when only one tag is configured Fixed. 
12. Modicon driver reads the wrong value of type 10001 and 00001 Fixed. 
13. ECU1051E failed to upgrade from version 2.6.2 to version 2.7.0 Fixed. 
14. Modified the default accuracy of the data trans fer function to three decimal places 
15. Unstable transmission of large files with RS9116 and RS9113 W i F i modules Fixed. 
16. BATCH_WRITE write mode device in DataCollector had a memory leak when writing tag s 
Fixed. 
17. Incorrect data collection of OMRON PLC driver Fixed. 
18. The WiFi client cannot detect abnormalities after the Wifi AP exits, and the connection is 
not reconnected Fixed. 
19. Failure to add cellular static route separately Fixed. 
20. Other operators failed to set apn in 4G dial up RNDIS mode Fixed. 
21. Add ed two parameters NETWORK_MANAGER and SUPPORT_DPKG to device properties 
file to fix the problem whereby UNO cannot read EdgeLink version information 
22. ABPLCEIP variable tampering after running for a while Fixed. 
23.Modified OPCUA driver processing of the readValueAttribute return value: 2.7.0 According to 
the to the OPCUA specification, it is judged that non--good points will not be able to collect the 
value. Now 2.7.2 has been adjusted and no longer prioritizes the quality to be judged, it will 
proceed if there is a value collection. 
24. Missing 1050 in sim_switch.sh.—Fixed. 
25. Program error when SimpleMQTT's payload type is simple with quality—Fixed. 



26. Instant jump caused by time accumulation when data uploaded to WISE-PaaS/DataHub and 

DeviceOn/BI—Fixed. 
27. EdgeLink failed to connect to Alibaba Cloud platform via MQTT in WISE-710—Fixed. 
28. IEC-60850-104 client failedto write data successfully—Fixed. 
29. ECU-4553L USB LANport Eth2and Eth3are unstable, which causedkernel dump 

problems—Fixed. 
30. SRAM reading and writing of ADAM3600 is out of bounds or writing 4K (bs=4k)each time, 

which caused the kernel to hangup—Fixed. 
 

[EdgeLink Studio] 

1. Added a function for importing and exporting the numerical description of discrete points. 

Now, there is no need to manually reconfigure the description after importing the project. 

2. When downloading a project, added a reminder for the client to check whether the IP has 

changed. 

3. EdgeLink supports downloading projects from a designated IP, as long as the IP exists and 

can be reached, you can download the project. 

4. DataLogger modified the periodic storage mode to be described as periodic storage in 

English. 

5. The online monitor of the I/O interface of ADAM3600D1Gdisplays abnormally—Fixed. 

6. Incorrect device list classification—Fixed. 

7. COM does not start after the SetupTagLinkStudio_2.1.0 project is converted to the Studio 2.7 

project, and the all-corresponding COM configuration info is lost—Fixed. 

8. User Manual modification-2.3.1 Description of Data Logger configuration—Updated. 

9. The project version was converted from 2.6.1 to 2.7.0andthe configuration of WISE-Pass/M+ 

was converted to DeviceOn/BI, so the interface of BI became empty, and the actual 

configuration did still not display—Fixed. 

10. Modified the description of Siemens S7 driver, removed TCPIP from the protocol name in  
brackets. 

11. The relationship between the storage period and the number of points in the project 

settings was incorrect—Fixed. 

12. Duplicate device names for I/O points in the process of project version conversion—Fixed. 

13. Removed the sample project of windows device model. 

14. The ECU1251 example project of 2.7.0 release version will prompt for version conversion 

when opened—Fixed. 

15. The reversed word order setting on the Modbus Server interface could not be saved and 

taken into effect—Fixed. 

 

 



EdgeLink 2.7.0 

[New supported platforms] 

1. ADAM-6717 
2. ADAM-6750 
3. ADAM-6760D 
4. UNO137 

[New features] 

1. New DAQ Driver added：ModbusGW (Modbus TCP with limited connections).  
2. New DAQ Driver added：Yaskawa MP3000series. 
3. New function added: Data Transfer, provides the customer with a form filling method to 
quickly set a tag within the project in accordance with a certain frequency or condition to 
transfer data to another tag.  
4. Added Serial Port Bridge function for DataCollector. 
5. Added 1:1 NAT forwarding function for WAVPN Agent. 
6. Added the value of Discrete tag is treated as Boolean in OPC UA Server. 
7. Added HAD (Historical Data Access) support for OPCUA Server. 
8. Added EU Range (Engineering Unit Range) property for OPC UA Server NODE. 
9. Added collect Arrays and Time types data for OPC UA driver (can also parse the String type). 
10. Added create Custom MQTT format for Cloud platform. 
11. Added COMPACT packet format for SimpleMQTT plug-in. 
12. Added Bad Quality Behavior configuration parameters for WISE-PaaS MQTT plug-in. 
13. Added new cloud platform: CumulociyIot. 
14. Added new cloud platform: avnet/IotConnect. 
15. Added new 3G/4G module: QuectelEG25-Gfor ECU series gateway. 
16. Added new3G/4G module: BG96 NB-IOT. 
17. Added new3G/4G module :MDG100 LTE. 
18. Added auto -dialing mode for cellular module connections, no need to choose model 
19. Added parameter ADVPARTITION for upgrade, s elect Y to indicate that system space is 
repartitioned when upgrading 
20. Added Docker dependency file s in the image to allow use of Dockers by user 
21. Added command AdvProgramMgr restart/stop to start and stop EdgeLink programs. 

22.Added new device classification method, which can be classified according to device type 

when searching on Studio online. 

23.Added Excel import and export tool for DNP3 Outstation, IEC-104 Server and BACnet Server. 

24. Added dead band support number, tag and percentage configurations for DNP3 Outstation. 

25. Added Latch model which can select common tag pointforDNP3 service BO configuration, 

but only supports Latch model, other models can't use it. 



26. Added import and export of tags from EDE files for BACnet driver. 

27. Added placing example project files and custom project files in a separate folder to prevent 

confusion. 

28. Added support point name maximum limit of 100 bytes by default. 

29. Added engineering configuration backup functions for NAT, Port Forwarding, Bridge, Time 

Zone, OpenVPN. 

30. Added "Enable" check box for OpenVPN -TLS Authentication. 

[EdgeLink Runtime] 

1. Re-enabled the RT(Real-Time) kernel starting with version 2.7. 
2. Modified the default packaging of the pure image version to be a read-write system. 
3. Removed support for WISE5580 and UNO-XXXX (Windows) models. 
4. Enhanced security in EdgeLink, such as: 

i. Disable support for anonymous authentication on TCP ports 6001 and 7001. 
ii. RequiresTLSv1.2 encryption. 
iii. Disable/remove unencrypted protocols such as telnet/ftp (we will be using SFTP for file 
transfer through the ECU). 
iv. Update or remove vulnerable applications. 

5. Upgraded openSSL. 
6. Enhanced Libextext function. 
 

[EdgeLink Studio] 

1. No special characters are allowed for the device name. Only 
Chinese/English/Numbers/Underlines can be entered. 

2. When importing a table of tags, it now ignores rows named as empty. 

3. Closed DHCP and DNS setting for WiFi AP mode. 

4. Modified "Device Address" to "ASDU Address" in IEC-104 server configuration page. 

5. Fixed issue when data backup is only one more tag than the datalogger, but the message will 

show that the datalogger is missing many points during the project compilation process. 

6. Fixed an issue where adding the device name as IO point prefix indicates that the number of 

points has exceeded the limit. 
7. Fixed OPCUA driver acquisition interface parameter settings and configuration file 

inconsistency issue. 

8. Fixed an issue where the event trigger interface was not fully displayed. 

 
 



EdgeLink 2.6.2 r2 

[New supported platforms] 

1. ECU-1051E 
2. UNO-420 
3. UNO-2271G/1372G/2372G/2484G 

[New features] 

1. New DAQ Driver addition：BACnet IP  

2. New DAQ Driver addition：SNMP  

3. New function addition: supports WebAccess/VPN. 

4. AddedDNP3clientand server for ECU series devices (ECU-1051/1251/4553). 

5. Added periodiceventsettingforDNP3server. 

6. Added Write Tag function for EventManager. 

7. Telnet and FTP services are disabled by default -user scan enable Telnet and FTP service in 

EdgeLink Studio. 

8. Supports the storage of files to SD CARDS in ext4 format. 

9. Added new wireless communication module: EWM-C128FG01E. 

10. Added new wireless communication module:EC25EFA-512-STD (Quectel). 

11. Added new Wi-Fi module for ECU1051and ECU1251:REYAX RYWDB00(RS9116), when the 

system recognizes RS9116 or RS9113, it will switch USB mode to high speed and reboot the 

device simultaneously. 

12. Optimization of RESTful APIs adds automatic session ID recovery. 

13. Increase in maximum number of points supports device interface with EdgeLink Studio for 

ADAM-3600 and ECU series devices. 

14. Added GZIP option for SimpleMQTT. MQTT message payload is compressed in GZIP format 

when enabled. 

15. Added Fuzzy Scan (Cino) to USB serial port driver. 

16. Added new type swap word for Modbus driver BCD. 

17. Added Watch Process mechanism for DataCollector，MQTTClient, and eCLR. 

18. Added data storage card boot detection and repairfunctions. 

19. Supports exFAT drivers. 

20. Added resume topic for Simple MQTT. Users can define their topic in the Studio interface. 

 

  



21. Added docker dependent files for the ECU series and ADAM-3600 series. 

22. Added data acquisition for different Rack modules via AB Ethernet/IP driver. 

23. Added tag address length check function for AB Ethernet/IP driver. 

 

[EdgeLink Runtime] 

1. The IRIG driver has been added to the image oftheECU-4553. 

2. DataCollector now starts as the root user. 

3. A periodic event transport has been added totheDNP3 service. 

4. The WISE-PaaS/DataHub MQTT connection has been optimized. 

5. USB transmission speed has been upgraded. 

6. The root system file size has been reduced. 

7. When the system recognizes RS9116 or RS9113, it will switch USB mode to high speed, and 

reboot the device simultaneously. 

8. When the KW service starts, it now ensures that all the imported tags have joined the 

DataCenter. 

9. When backing up the FTP service, the historical data in that interval will now be put into the 

same file for transfer according to the upload interval. 

10. The alias length limit for tags in the MQTT whitelists has been extended to 256.Theactual 

allowable length varies depending on the limitations of the cloud platform. 

11. Thednp3 master driver has been modified. It now allows multiple DNP3 devices to connect 

to a slave. 

12. The system points related to 4G dialing have been modified. The quality stamp will not 

display if a value is not received. 

13. The issue related to exiting DataCollector in which an exception occurs in the DataCenter 

during intensive write operations—fixed. 

14. The issue related to the SSH port number not taking effect has been resolved. 

15. The issue related to DNP3 master BO not writing—fixed. 

16. The issue related to the Modbus Server connection not being established during idle time 

at0—fixed. 

17. A modified DL/T 645-07 driver solves the problem of data not being collected after 

changing the scan multiplier to multiple points. 

18. The ABPLCEIP driver has been modified, therefore some points cannot be written. 

19. The Modbus driver has been modified to solve problems related to the conversion code 

swap byte float which caused Datacollector to exit unexpectedly. 

20. The issue related to the Mitsubishi Q series TCP driver not collecting data has been resolved. 

 



21. The problem with SimpleMQTT performing external instruction operations, and causing 

zombie processes—fixed. 

22. Issues caused by WISE-PaaS/DataHub MQTT plug-in missing normal points in cases with 

poor multi-point quality —fixed. 

23. Issues caused by MQTTClient changing back to enable status after the control point has 

been configured (for control cycles or upload changes) yet still being affected by the previously 

configured control points. 

24. The issue caused by the MQTT client program exiting if the MQTT client ID was empty 

following the reconnecting of the MQTT client —fixed. 

25. The APAX driver has been deleted 

26. The issue related to DataLogger changing toa future time not to a past time in order to 

generate a file, and requiring a restart of DataLogger to continue storage—fixed. 

27. The issue related to the increasing scan time of a single tag during the scan period causing 

data confusion—fixed. 

28. Fixed part of the 4G module driver multi-recognition WWAN0 network card node problem. 

29. Fixed DataLogger blocking tag UPDATE processing. 

30. Fixed ECU series failure to boot up ecLR without inserting an SD card. 

31. Fixed DataLogger enabler that failed to start DataBackup without a memory card. 

32. Fixed byte alignment problem with BECKHOFF PLC driver. 

33. CPU usage could not go higher than 80%when Dataloger was running—fixed. 

34. DataCollector could not start when the device communication protocol was different under 

the same TCP port—fixed. 

35. FModbus driver of Adam-4000 and Modicon driver cannot be used in the same COM port at 

the same time—fixed. 

36. When the wireless module dialing failed, it caused error logs which filled up the 

partition—fixed. 

37. MailService consumed more than 80% of CPU after a mail delivery failure—fixed. 

38. VGA of ECU-4553 was not working—fixed. 

39. Fixed the process of data collection, when the quality stamp of the variable was good and 

the collection value was0, but the actual value was not 0. 

40. Fixed MQTTClient program exiting abnormally when connecting to WISE-PaaS/DataHub. 

41. Fixed the conversion code ‘start bit DatA_length’ of AB PLC Ethernet/IP driver. 

42. Fixed Mitsubishi Fx3U PLC driver, the special registers afterD8000could not collect the value. 

43. Fixed BACnet/IP driver that could not properly collect data after recovery due to the lack of 

reset status between the stopping and starting of DataCollector. 

44. Fixed SimpleMQTT program whereby MQTTClient will restart if it writes to the gateway from 

the cloud for points that do not exist in the gateway. 

45. Fixed Aliyun MQTT whereby the digit point reported a format error. 



46. Fixed historical data that could not be checked in the online monitor for a specified time 

zone. 

47. Fixed occational DataCollector restarting that would get stuck in initializing Sysmon. 

48. Fixed query history would become stuck when there were some problems with datalogger 

data. Instead, it continued the query by skipping the corrupted data. 

49. After setting the Scale value of IO Tag to 0.0000001, it was changing it to 

9.9999999747475243E-07 in the device template after saving and re-opening or referring to the 

template. The same phenomenon occurred when importing and exporting through Excel—fixed. 

50. Fixed the calc_cycle initialization error and removed the parameter point value change 

before the calculation logic was executed. 

51. Fixed the calculation tag value error due to the initialization sequence. 

52. Fixed the OPCUA driver disconnecting after 1 week of field operation which could be 

restored after restarting DataCollector. 

[EdgeLink Studio] 

1. After following the Certification Mode step using OpenVPN to set the CRT/Key pair and 

choosing the CERT and KEY files, the user does not need to re-select a file when uploading a 

project onto other computers. 

2. Optimized OPC UA Server—users can now add items to the root node directly. 

3. The character length restrictions for the OpenVPN Username and Password have been 

removed. 

4. The time zone of times displayed on online monitor interface is consistent with the time zone 

setting. 

5. WISE-PaaS/SCADA has been renamed WISE-PaaS/DataHub on the cloud connection 

configuration interface. The connection parameter SCADA ID has been renamed Node ID. 

6. WISE-PaaS/WISE.M+ has been renamed DeviceOn/BI. 

7. Generated the AdvWirelesscheck template with all parameters in the configuration file. 

8. "For Use in China only" has been added to EdgeLink VPN Studio interface. 

9. The ADAM4000 AODO type driver device template has been modified to read-write. 

 

10. The problem with the Toyopuc driver not being configured in TCP devices has been fixed. 

11. When configuring device IP online, the new gateway parameter will be set to 0.0.0.0 by 

default. When initiated, it prompts a setting failure message—fixed. 

12. After adding I/O points to the DNP3 Outstation, the BO interface will not select 

points—Fixed. 

13. EdgeLink studio flashes back during point table export when device names for multiple 

devices were only case sensitive—fixed 



14. When MQTT had two connections, the first connection cycle upload was on, and the second 

connection cycle upload was off. Clicking Save causes the second connection cycle upload to be 

open—fixed. 

15. In non-DHCP mode, DNS should be configured manually. The "automatic DNS acquisition" 

box in the interface should be unchecked. 

16. Issues related to the web interface became stuck due to PC time zone issues after upgrading 

from 2.6.1 to 2.6.2. This meant they could not be monitored properly—fixed. 

17. The issues related to the TA file on OpenVPN not emptying—fixed. 

18. The project established by EdgeLink 2.3.1 was opened with EdgeLink version 2.6.2. The"普奥云

(ProudSmart)"configuration can not be displayed, but it still exists in the configuration file. 

19. Issues related to the OPCUA driver acquisition interface parameter settings being 

inconsistent with the configuration file—fixed. 

20. The issues related to adding variables manually in the OPCUA server and the Node ID being 

wrong—fixed. 

21. The length of the tag name was misjudged when importing tags—fixed. 

 

EdgeLink 2.6.1 

[New supported platforms] 

ADAM-3600-D1GL1 

[New features] 

1. Added new DAQ Driver：BECKHOFF TwinCAT PLC 
2. Added new DAQ Driver：IEC-101 
3. Added new DAQ Driver：IEC-103 
4. Added new COM Driver：PortSerialTCP 
5. Modified the system partition to readonly filesystem, added ‘remountfs’ command to 

modify the system to remain read-write for a period of time manually, and added the 
system tag #SYS_ROOT_READONLY to show the status 

6. Added new function: support L2TP/IPsec 
7. Added new function: support PPPOE 
8. Added new function: support Oray VPN 
9. Added new wireless communication module: CU101-GL(00/01) 
10. Added new wireless communication module: ME3630-J2AS 
11. Added new wifi module: RS9113-NB0-S0N and RS9113-NBZ-D3N 
12. Added new cloud platform: AliCloud 
13. Added new cloud platform: Baidu Tiangong (Baidu cloud access) 



14. Added block name setting for each tag that needs to be uploaded to WISE-PaaS/SCADA and 
WISE.M+ 

15. Supports Excel import and export for MQTT tag list 
16. Hides the data resume option for some cloud platforms that do not support data resume 
17. On models without SRAM, SD card storage is used to provide RETAIN function for KW 
18. Supports non-standard Baudrate Settings on the Linux platform for APAL serial port 
19. Added Toyopuc PLC in TCP driver list and description modification 
20. Added LocalTime time option for SQL Server and MySQL for data backup 
21. Shows the number of rows after adding points on Datalogger and Data Backup interface 
22. Added three system points about the module series imei.imsi:  

#MOBILE_IMSI: International mobile user identification code 
#MOBILE_IMEI: International mobile device identification code 
#MOBILE_IMEI_RAW: the raw data of International mobile device identification code  

23. Add new system tag #SYS_CPU_IOWAIT to indicate CPU usage when I/O is in wait status 
24. The mobile network traffic is calculated in three grades (month/day/year), add three system 

tags to show the result: #MOBILE_DATA_YEAR、#MOBILE_DATA_MONTH、

#MOBILE_DATA_DAY 
25. Added time display options in the Online Monitor interface, with time displayed as "UTC 

time", "Device time", and "PC time" 
26. Added the old project conversion mechanism to make it compatible with the old version of 

the project files 
27. Added a wait window when switching the interface in EdgeLink Studio 
28. Projected firewall permission manifest automatically adds ports for "Active Connection", 

"OpenVPN", "MQTT", "SSH", "Telnet", "eclr" 
 

[EdgeLink Runtime] 

1. Optimized the WebService startup time to solve the problem of slow startup in the project 
with 3000 tags. The WebService can be logged into within 1min after the project with 3000 
tags downloaded successfully 

2. Deleted sysinfo.acr file in the bin directory 
3. When configuring the default IP, the subnet mask is changed to 255.255.255.0 
4. Added registration to LDS functionality for OPC UA Server 
5. Using the root role user to execute the program ‘sysmon’ 
6. Optimized the problem of the network light always being on 
7. When using Active Connection, if there is no binding network card, the parameters in the 

download project will be wrong and the device will not be connected 
8. Fixed DNS resolution issues 
9. Fixed MQTT data resumption issue wherein if tan old record was not deleted in time, it 

would cause the breakpoint to resume after rebooting repeatedly 
10. Fixed GPRS traffic calculation error 
11. Modified the data resume mechanism for SimpleMQTT 
12. Fixed the problem where no returning results of the EC20 module were on dialing 



  
 

[EdgeLink Studio] 

1. Modified the query mechanism of Data Logger in Online Monitor, added the query 
progress bar to show that the query is in progress, and solved the problem of 
webservice exit caused by excessive Data display and requests 

2. Added system tag #DATALOG_ERROR to show the error code for data logger when 
writing data errors 

3. Added control tag for double sim card switching, Data Logger storage start and stop, 
cloud storage start and stop, added prompt information 

4. Counting tags no longer include the number of system tags 
5. No cookie validation is required when accessing the WebService natively 
6. GPS supports list associated cellular list 
7. No more files are written when the studio changes the configuration. Only save and 

write to the project files when creating a new project, editing the project information, 
closing the project, clicking the save button, downloading the project, uploading the 
project, closing the studio, and exporting to the SD card 

8. The frame number and Slot number prompt information in Siemens S7 drive were 
modified to modify the description information of TSAP in Siemens S7 and S72 drive as 
TSAP in Hex (Rack.Slot). 

9. After successfully enabling 4G dialing, the network priority page adds ppp0 to the first 
line with the highest priority 

10. When switching the network interface, it will not refresh and will maintain the state 
before switching 

11. Fixed the problem when download project did not download opcua. CRT and opcua.key 
for OPCUA Server 

12. Fixed the problem where the parameters in Active Connection like IP address and 
comport number were not being downloaded correctly after modification 

13. Fixed the problem where data could not be saved when setting Cloud information in 
studio 

14. Fixed the problem of ADAM4K's description missing Advantech ASCII information in the 
driver list 

 

EdgeLink 2.6.0 

[New supported platforms] 

None 



[New features] 

1. Added new DAQ Driver：OPC UA Client 
2. Added new DAQ Driver：GE9030 and GE9070 for GE Fanuc Series 90-30 via SNP and Serial 

SNP 
3. Added new DAQ Driver：Siemens LOGO! PLC via Ethernet 
4. New database support for data backup function: ORACLE and MySQL 
5. Added new functions in network settings: 
 Network bridge 
 Added AP Mode to Wifi Mode 
 Added DHCP Server setting 
 Enabled Port Forwarding function via tagging 

6. Added the function of network status detection for fixed network ports 
7. Added tun or tap option for the network name of OpenVPN 
8. Added default certificate for the OPCUA Server, changes the default port 4840 to port 

51210, and modified the object hierarchy 
9. New cloud platform support： 
 WISE.M+ 
 OpenIOT 
 Telit 
 LEANTEK (private server, customized for customer) 

10. Added new functions for data transfer to the cloud  
11. Added sub-device data model for WISE-PaaS/SCADA and WISE.M+ 
12. Allows using tags to control whether data should be uploaded 
13. Added configuration parameters for resuming data transmission 
14. Added decimal digits option in the Tag list 
15. Shows the number of enabled connections for each cloud platform in the project tree 
16. When data collection fails, users can choose whether to use default value or last value for 

tags 
17. Added BCD code data type for Modbus Server 
18. The OS of ECU series gateway is changed to non-real time 
19. Added span high/low for all tag types 
20. Supports new extension module: ADAM-3668（ADAM-3600 IO Extension module） 
21. Added new option for DI as a rising or falling edge trigger 
22. Supports importing custom objects of LwM2M via XML file 
 

[EdgeLink Runtime] 

1. Fixed the problem where calculation tags were occasionally not updated 
2. When uploading data via MQTT by checking value change, the number of decimal digits that 

will be checked changes from the fixed number to the number of decimal digits configured 
on the tag list page 



3. Fixed issue of data backup to the Chinese version of the SQL Server, where the Chinese tag 
name appeared as garbled code problem 

4. Modified the data transfer plug-in for WISE-PaaS/SCADA to perform ‘curl_easy_perform’in a 
separate thread to avoid a hang that could result in a subsequent failure to upload the data 

5. Updated libcurl 7.65.3 to fix the problem when MQTTClient does not upload data and CPU 
utilization is high, always has 443 connected to DCCS API Server 

6. Fixed the problem of data being uploaded all the time when the deadband is set to 50 
percent and the initial value of the user tag is 0 

7. Fixed the jitter time setting being invalid in the MQTT taglist 
8. Supports importing custom objects of LwM2M via XML file 
9. The DO control of DNP3 is changed to operate onboard I/O SDK directly 
10. Historical data over 200 points can be stored in the gateway, but the storage interval must 

be elongated linearly, such as 200 points per second, 400 points every two seconds, and 
3,000 points every 15 seconds 

11. Added display name to Category in MQTTClient config file format 
12. Added handling conflicts between db3 conversion to adb and history deletion for 

Datalogger 
 

[EdgeLink Studio] 

1. Fixed the problem of user tagging being unable to write more than 2 decimal digits of data, 
and supports writing more than 16 decimal digits from version 2.6.0 

2. Added EOL(End Of Life) label for EWM-C109F601E and EWM-C109F6G1E 
3. Fixed the problem of setting fixed IP without verifying whether LAN1 and LAN2 are the 

same network segment 
4. Modified the options on network Settings page, the default state is not enabled or not the 

communication module 
5. Added the corresponding communication protocol in description for each driver  
6. Added I/O tag sorting 
7. No longer downloads driver files (.so) when downloading projects 
8. Historical data over 200 points can be stored in the gateway, but the storage interval must 

be elongated linearly, such as 200 points per second, 400 points every two seconds, and 
3,000 points every 15 seconds 

9. When using OPC UA Server, allows users to customize the object hierarchy and specify the 
node id 

10. Ports are automatically added for enabled services in the firewall Settings page 
11. Fixed the issue where the parameters could not be saved in the cloud connection page 
12. Fixed compatibility issues between 2.6.x and lower versions of EdgeLink project, when user 

use the newest version of EdgeLink Studio to open the old version of EdgeLink project, they 
can choose read only mode or convert mode. Once the old version of the project has been 
opened and converted by the new version of EdgeLink Studio, it is no longer possible to 
open the project with the old version of EdgeLink Studio. 

 



EdgeLink 2.5.2 

[New supported platforms] 

1.ADAM-3600-C2P 
2.WISE-710A2 

[New features] 

1. Supports new platforms: WISE-710A2, ADAM-3600-C2P 
2. Add DAQ driver：Omron Ethernet/IP driver 

[EdgeLink Runtime] 

1. Modified the Mewtocol driver to resolve communication failures when requesting more 
than one register at a time. 

2. Fixed the problem of dialing failure via EWM-C117FL04E. 

3. Fixed WISE-PaaS DCCS API auto-completion feature to accommodate all domain names, 
as well as resending configuration every minute if you don't receive the correct ack. 

4. Fixed regenerating client ids for MQTT connections to ensure uniqueness when copying 
node in a project.  

5. Fixed problem when writing the device configuration in batch does not take effect.  
6. Fixed problem of 104 client driver, when collecting data using C_RD_NA_1 mode, the 

ECU will not send commands actively. 
7. Added an option of restoring factory Settings when only updating Edgelink for 

hardware.  
8. Modified the AI calibration procedure. 
9. Fixed the problem with ME3760 dialing failure in ADAM-3600. 
10. Fixed the 104 server after executing the control command and no message replies. 
11. Modified the way the OPCUA Tag generates Node ID: the system dynamically generates 

digital Node ID instead of using a variable name as Node ID character. 

 

[EdgeLink Studio] 

1. Added two parameters ‘parentNodeName’ and ‘platforms’ for the interface of the plugin. 
2. When setting the mode of DO tag to PWM in Online Device function，typing the wrong 

information in ‘Low Signal Width’ and ‘High Signal Width’ will inform the limitations of 
the number. 

3. Added the limit to the scan rate of the I/O tag that can’t be set to decimals and zero. 
4. Fixed the problem where Edgelink Studio could not be shut down when the device was 



not online when downloading a project. 

 

EdgeLink 2.5.1 

[New supported platforms] 

WISE-710(支持旧硬件的 Image 20703LYT1S0002) 

[New features] 

1. Supports new platforms: ECU-4553 and WISE-710 (only support for older hardware). 
2. Supports new 4G module for Europe: EC25. 
3. Supports KW function, adds configuration UI to enable or disable the service. 
4. Adds a default setting that upgraded images of hardware did not cover in the original 

project, and 2.5.1 will not be compatible with the version below 2.0.0. 
5. Adds the option of “Restore Factory Default Setting” to the online upgrade interface to 

select whether to restore the factory settings after the upgrade. 

[EdgeLink Runtime] 

1. Optimized the communication package for the ABPLCEIP (Ethernet/IP for AB PLC) driver. 
2. Modified the way the watchdog function works. Added command ‘killall sysmon’ to stop the 

watchdog. 
3. Fixed an issue where the Don/Dof switch that controls MQTT data transfer to WebAccess did 

not work. 
4. Modified the GPS information to show default values when there is no GPS module 
5. Fixed issue that SMS send failed when ttyusb changed. 
6. Modified the memory release method of DataLoggerSDK to resolve the high memory issue 

of DataBackup. 
 

[EdgeLink Studio] 

1. Fixed an encoding error in MQTT password base64 when encoding a password of 64 bytes in 
length. 

2. Fixed an issue around when the data backup function was disabled, the configuration page 
still showed enabled status. 

3. Added an “EOL (end of life)” mark for the Wi-Fi module EWM-W150H02E. 
4. Modified the description information for UNO platforms. 
5. Fixed an issue that when the port forwarding function has been downloaded and configured, 



and the old configuration content in Studio has been deleted, the function still exists. 
6. Added AWS IoT configuration guide and modified the manual. 
7. Fixed issue of the description disappearing in the configuration page after adding description 

information to the port. 
8. Fixed issue around incorrect display of the tag type. DIDO will be displayed as Analog. 
 

EdgeLink 2.5.0 

[New supported platforms] 

无 

[New features] 

1. Add IEC-104 driver. 
2. Add Facon driver to communicate with FATEK PLC. 
3. Support EWM-C117FL06E module, LTE 4G,3G WCDMA/DC-HSPA+, 2G module. 
4. Add network switch function, by default, the network with the highest priority will be 

used first. If there is a problem with the network, it will be automatically switched to the 
second priority network. When the network with the highest priority is restored, it will 
be automatically cut back. 

5. Add option to force download project, once checked, do not check the version number 
of the device when downloading the project. 

6. Add System Tag: #MOBILE_MCC, #MOBILE_MNC, #MOBILE_LAC, #MOBILE_CID and 
#SYS_DEFAULT_IF. 

 

[EdgeLink Runtime] 

1. Modify effective mode for watchdog. 
2. Restrict the user to writing 0 or 1 to discrete tag. 
3. Fix the ABPLCEIP driver issue when writing value to tag will cause DataCollector crash. 
4. When downloading project in EdgeLink Studio, the major version and minor version 

need to be checked for consistency, only the same version can be downloaded.  
5. Fixe that there is no module in ADAM-3600 Slot, but the quality of corresponding Tag is 

still Good. 
6. Fixed data inaccuracy issue when querying by time node by DataLoggerSDK. 
7. Fixed issue where GPS and GPRS could not be used at the same time. 
8. Add the MQTT Azure plug-in supports Direct Methods (WriteTag) calls. 
9. Fixed failure to obtain CSQ value before successful dialing. 



 

[EdgeLink Studio] 

1. Fixed issue that the initial value of discrete type tag could not be modified. 
2. Fixed issue that the tab name and Server type in Studio Data Backup function could not 

be modified. 
3. Add judgment to avoid the IP of LAN1 and LAN2 are set the same network segment. 
4. Fixed issue that device extension properties could not be fully displayed on the 

interface. 
5. Fixed issue that EWM-C109F601E option is missing from studio 4G module list. 
 

EdgeLink 2.4.0 

[New supported platforms] 

1.UNO-2271G 
2.UNO-1372G 
3.UNO-2484G 
 

[New features] 

1. [New] Add New Service: OPC-UA & LwM2M  
2. [New] Add DAQ driver: OmronEdv(Ethernet/IP) supported 
3. [New] Add Cloud Support: LwM2M、T-System、Amazon AWS 
 

[EdgeLink Runtime] 

1. [Upgrade] Added serial parity parameter: Mark/Space 
2. [Upgrade] Datalogger control tag enabled batch data store. 
3. [Upgrade] Image upgrade with CPU watchdog enabled for ECU-1000 series. 
4. [Upgrade] MQTT format matching WISE-PaaS/SCADA v.1.3.17, SCADA-data worker v1.3.9 
5. [Upgrade] Fix the issue of DHCP failed to obtain IP address  
 

[EdgeLink Studio] 

1. [Upgrade] Allow users to add tag label of read and write properties. 



2. [Upgrade] Fix device model bug of add new tag in data model 
 

EdgeLink 2.3.1 

[New supported platforms] 

ECU-1051TL-R10AAE 

[New features] 

1. [New] Support 1051 Dual SIM  
2. [New] Add DAQ driver, compliant with IEC-62056-21 
3. [New] Add Omron EIP driver 
4. [EdgeLink Studio] Compatible with UNO-1372G/UNO-2271G/UNO-2484G with Edgelink 

runtime 
 

[EdgeLink Runtime] 

1. [Upgrade] FTP upload method in DataBackup increases domain name 
2. [Upgrade] Fixed the bug that MQTTClient could not reconnect after disconnection when there 
are more tag points. 
3. [Upgrade] MQTTClient WISE-PaaS plugin add parameters to limit the number of tags included 
in each upload packet 
4. [Upgrade] Fix the de-packet timestamp value of the WISE-PaaS MQTT plugin 
5. [Upgrade] fix cannot use the same module to enable both GPS and GPRS BUG 
6. [Upgrade] IEC-104 Server time synchronization increases the difference between the 
synchronization time and the local time to reduce frequent changes to the local time. 
7. [Upgrade] watchdog changed from application layer to driver layer 
 

[EdgeLink Studio] 

1. [Upgrade] manual upgrade optimization, add Chinese and English instructions for dual SIM 
cards 
2. [Upgrade] If there is not enough space during the upgrade, there will be insufficient space. 
3. [Upgrade] compatible with UNO 
4. [Upgrade] Fix BUG of device template: ADAM-6017 device template address error and 
uncheck "Add device name as prefix to IO tags" device template added unsuccessfully 
5. [Upgrade] When the 4G manual setting operator is modified, the parameters of the telecom 



are changeable. 
6. [Upgrade] Add verification: judge the release version of Image, when the main version of the 
device is larger than the main version of Studio, the user will be prompted not to download 
7. [Upgrade] remove the control tag: #DLOG_EN_TagLogList 
8. [Upgrade] Allow users to mark Tag point read and write attributes in EdgeLink Studio 
9. [Upgrade] studio version number display changed to: version major version number. month 
day 
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